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WELCOME 


Welcome to 
HackSpace magazine 


What is the best programming language? That's a great 
question to ask if you ever want to start an argument. The 
truth is that the majority of applications can be done equally 
well in a wide range of languages. Some might make one 
Stage of it a little faster, some might run a little quicker once 
they're created, some might be a little easier to debug once 
they're written, but in most cases, you can Just pick a language 
and not worry about it. In truth, the best language is usually 
the one you already know. 

For many hobbyist microcontroller programmers, the 
language they already know is Arduino (I'll leave it to the 
linguists to argue about whether or not it’s a language, a 
framework, or a dialect of C++). 

In this issue, we take a look at how to program Raspberry 
Pi Pico using Arduino. You can get set up really quickly, and 
there are heaps of libraries and example code to get you 
Started, or help you take your sketches to the next level. 


BEN EVERARD 
Editor @ben.everard@raspberrypi.com 
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Canine skull mask 


a) hsmag.cc/SkullMask 








By Willow Creative 


e came across this while talking to Willow 

Creative, who we'll be featuring in next 

issue’s Meet the Maker, but it’s too creepy 

to keep to ourselves. It’s a 3D-printed 

dog's skull (a feline version is also available). 

Merel, the maker, told us that since she 

started making them, she’s sold over 500 of these skulls — that’s a ago 
Hieronymus Bosch nightmare vision if ever we thought of one. O : soc a! 





Right 

It may only be June, 
but it’s never too 
early to start thinking 
about Halloween 
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Modern 
cardboard chair 


@ hsmag.cc/MorleyKert 





By Morley Kert 


hen we were kids, we'd beg and plead for 
cardboard to play with. We didn't know it, b 
ut we were practising for 2021, when home 
deliveries would swamp us with the stuff. 
One maker who's adapted to modern times 
is Morley Kert, who's made this chair from 

30 cardboard boxes he had spare after moving apartment. The bill 
of materials for this build is simple — just find 30 cardboard boxes, 

a sharp knife, permanent marker, and glue, and you too could be 
reclining in style. O 





Right } 

Cardboard is easy to 
work with compared 
with metal or wood ees 
— just make sure you ea ed 
have spare blades ’ ae ot * 
on hand for your BY? Sister? Se te Nhe ae Se he 
Stanley knife  cetier- AR 5 Ny i 
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Furious 
Tourbillon 


e’re not big on luxury timepieces here at 
HackSpace Mansions: give us a Casio or 
an RTC module if we need to know the 
time. However, everyone's different: some 
people like to spend a fortune on Swiss-made 
watches full of beautifully made precision 
parts. If you're one of these (or you'd like to be), here’s a fascinating 
tribute to the Furious Tourbillon watch by Jacob & Co., watchmakers 
of Geneva. 
The model is large — 20cm in diameter — and printed in luxury silk 
PLA. We're not sure what it does, but we like it a lot. 


The mechanism is 
incredibly precise. 
You could almost say 
it’s like clockwork 
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Lego loom 


By Nico71 2 hsmag.cc/LegoLoom 





he links between programming and weaving are 
well known. The punch cards used by Jacquard 
looms were the first storage medium used by the 
earliest mechanical computers, so it feels like we've 
come full circle when we look at this miniature loom 
by Nico71. 

The whole thing is made out of Lego (Technic Lego, to be 
precise), and it actually works. The cloth it produces is small, but 
it's woven in exactly the same way as the weavers of the early 
Industrial Revolution would have recognised. This is a meticulous 
build, and you really need to watch it in action for a minute or so to 
understand what's happening: it’s mesmerising. O 
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Nautilus 








Wa aba @r-] ¢-[e[=) Zz hsmag.cc/Nautilus = 

his pre-soldered badge is the latest shiny thing = ee 
to catch our eye on Tindie. |t features eight blue ere 
LEDs... and not a great deal else. That’s not why we ae = - . 
like it though: the main reason Is the care that’s gone eee _ | aaieniaanamiien aie a 
into the shape of the PCB. It comes pre-soldered and Sa SO age gree | ene ae 
ready-to-wear, and goes to show the originality of the ae Se Peers be Noho aaa ese ee oe pee: Rees tae ee 

work that’s out there in wearable tech. O et eee ee nee ip ee = Soares 


Right > 

Nautilus shells are 
an example in 
nature of the golden 
spiral, an innate 
beauty that we only 
glimpse through the 
Fibonacci sequence 
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Mini Oscilloscope 
Clock DG7-6 Cathode 
Ray Tube 3” 





RTs — cathode-ray tubes - are a ridiculous, 

obsolete technology. [hey run at a much higher 

voltage than LEDs — they're bulky, fragile, and 

considering their ubiquity in the 1980s, there 

are relatively few of them around. Still, there's 

something evocative about them, so we love 
this clock. It uses a three-inch CRT display salvaged from an old 
oscilloscope, brought to new life with an ESP32. 
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The display moves 
slightly every six 
seconds to help 
prevent ‘burn in’ of 
the CRT 
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Meet The Maker: © 
Shawn Hymel 


Educator, electronics engineer, machine learning enthusiast, 
and a guy who wants you to succeed 


Right © 

Shawn’s trained 

his SNES controller 
to respond to the 
verbal command 
“Hadouken!” - it’s a 
brilliantly silly way to 
illustrate the power 
of machine learning 
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e spoke to Shawn Hymel 

expecting to hear about the 

projects he’s done. Instead, we 

got a stream of enthusiasm that 

made us curious, interested, and 

excited about the future of 
machine learning. Anyone can program a smart device 
and teach it to do whatever they want! That's the 
impression he left us with, and we're still buzzing over 
the potential of embedded ML. Now, we just have to 
get one or two things out of the way before we can 
use this stillnew technology (as Shawn says, It’s still 
just ten years old) to take over the world. Or at least, 
build a farting pumpkin. 

“| loved math and science through school, so going 
into engineering was a natural fit for me. | really fell in 
love with the idea of doing computer engineering. 
From there | got a job doing circuit design, writing 
software, writing firmware, eventually got my master’s 
in computer engineering and moved to SparkFun, 
which took all of those ideas to the maker 
movement — supplying all these electronics to 
engineers as well as makers, hackers, tinkerers and 
absolutely loving the idea of helping them get started 
faster, which is where | fell in love with the idea of 
teaching all of this stuff. 

“The first year and a half | was at SparkFun, | was in 
the engineering department. | really enjoyed it. We 
made products, | designed boards, we used EAGLE, 
and pretty much did everything in Arduino when it 
came to firmware. We were writing Arduino libraries 
because the whole idea was to create boards that 


enable people to make electronics as easily as possible. 
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“There was something in me that said | wanted to do 
more videos, | wanted to overcome this fear | had of 
cameras. An opportunity arose, and | got the chance to 
fulfil that goal of teaching people electronics — to be 
the Alton Brown of electronics. If you're into cooking, 
he’s absolutely one of my favourite TV chefs. He goes 
into a lot of the science of cooking. 

“I'm trying to impart the skills to someone who just 
got out of college, or is trying to continue their 
education where a college education failed to provide 
them those skills. For example, | remember several 
times at college we'd go into a lab and they'd just hand 
us a soldering iron — ‘You have to make this antenna 
and solder this capacitor between it.’ No instructions 

— just figure it out. How do you use an oscilloscope? 
Just figure it out. How do you lay out a PCB? They 
don't teach you that. They do now, but they didn't at 
the time. 


MACHINE LEARNING 


“| thoroughly love the Raspberry Pi Pico. In fact, I’ve got 


one sitting right here on my desk. 

“It's got two cores, so | can do things like machine 
learning on it, which has been my current kick. You can 
have one core running your machine learning stuff, and 
have another cover taking in sound data, sending it off 
to the other core... you're missing some of that DSP 
stuff, so It’s not as efficient as a Cortex-M4 which has 
a floating-point unit built in. 

“The PIO is genius; I've tinkered with that for a little. 
I've just released a video talking about using PIO from 
the C SDK. Essentially, you can take any peripheral up 
to a certain limit. I’m probably not going to run > 
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a7 Whoever designed that, they get 


gold stars across the board because 
that is such a genius move 


Right © 

Shawn gets to play 
with the tech of the 
future, today. And so 
can we! 


Credit 

“SparkFun Culture” by 
SparkFun Electronics 
(CC BY 2.0) 
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USB 3.0 super speeds on it or HDMI, but | can do things 
like take a NeoPixel strip, hook it up, and | don’t have to 
spend any cycles on the main core sending out data to 
this NeoPixel strip any more; | can just have the PIO do 
it. | just shove information into a FIFO and the PIO just 
handles it. Whoever designed that, they get gold stars 
across the board because that is such a genius move. 


A LEG UP 


“| had a slight leg up into machine learning, though | 


didn't realise when | did my master’s. My master’s 
thesis was in applying hidden Markov models as a way 
of classifying wireless signals, and taking the hidden 
Markov model, all the algorithms associated with it, 
and putting It on a GPU. This was in 2010, and CUDA 
was only a year old. The ability to write generic code 
for an NVIDIA graphics card was fairly new at the time. 
There was another language that let you do it but 
NVIDIA was like, ‘We'll support this and let 
researchers do what they want with graphics cards.’ 
So | was tinkering with that back in 2010. | had no idea 
that was machine learning! The lab was full of people 
tinkering with these Markov models, to try to predict 
behaviours from observed data sets. 
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“Years and years later, | realised: that was machine 
learning. | created a model that would train itself to 
classify these signals. | technically did my master’s on 
machine learning; | just didn't know It. So | had a bit of 
a leg up. | took Andrew Ng's course on Coursera (If 
you ever want to look at the nuts and bolts of how 
neural networks work, that is the absolute best class, 
and | can't recommend it more highly). 

“That's where it all came to make sense to me. 
Neural networks are not the same as Markov models, 
but the idea was the same, so It made sense to me. 

“That was 2019. | knew machine learning was 
coming down the pipe, | knew It was big on the server 
world. Amazon was using it, Netflix was using It, all 
these things were out at that time. And we knew they 
were using machine learning. Obviously they were 
using machine learning to process what we were 
saying. But this idea of running It, not on the back-end 
but on the edge, where | can take it and put It on 
a microcontroller. 

“With the Amazon Alexa, you say the magic word 
and It pops straight to life. It's not always listening, 
despite what people think: It’s listening locally, looking 
for one key word. Then, when it hears that key word, It 
wakes up and starts streaming stuff to a server. The 
device itself only listens to about a second of data. If 
it's ON Memory maybe you can get It, but It’s not trying 
to store everything you're saying up to the point where 
you say the magic wake word. 

“So that magic wake word is running machine 
learning on a microcontroller, and there are potentially 
tons of uses for this outside of the normal ‘let's > 
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Right © 

You can tell this image 
is a couple of years 
old; the timber in that 
workbench would 
cost at least a million 
pounds nowadays 


Credit 

“SparkFun Culture” by 
SparkFun Electronics 
(CC BY 2.0) 





24 


capture data and send it to a server to process 
somewhere else’, especially if you don't have an 
internet connection or you want to save bandwidth. 

“For example, let’s imagine having a camera and | 
want to detect if there’s a person. | don't have to store 
all that data - can you imagine sending a constant 
video stream to your network? 

“Rather than streaming a bunch of data, let's have 
each camera be smart enough that they can say 
‘there's a person in this frame’. If we push this 
classification down to the edge devices 

“So now loT is a lot smarter as a result, and suddenly 
you're saving a ton of bandwidth. | see it being useful 
for home automation. We've already got smart 
speakers. There was a place in Belgium that was 
putting audio sensors on their escalators, and they 
were using these sensors to identify problems with 
the escalators, to determine if the escalators needed 
repair before they actually broke down, and either hurt 
people or were out of action for weeks. Predictive 
maintenance. This idea of anomaly detection is a big 
thing in machine learning, especially embedded 
machine learning. 

“It's also getting a lot cheaper, even more so now 
that Arm is starting to push out specific things for 
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machine learning. Google has the little USB 
TensorFlow devices that you can just plug into your 
laotop. We're seeing more and more devices like this 
— cheap hardware and the ability to execute machine 
learning coming very efficiently together. 

“| believe it’s going to open up a new world of 
possibilities for us. I'd like to think It’s like the early 
days of computing, back in the 1960s and 1970s, but | 
know better than that. It feels like the early days of 
DSP that | was too young to remember. The idea that | 
can perform signal processing on a digital device to do 
things like filtering, modulation, demodulation, audio 
channels, switching channels — that all used to be done 
in hardware. You'd have individual devices that you had 
to tune, and suddenly you could do it all digitally. 

“In the early days of DSP, people didn't tinker with 
it outside of schools and industry. Whole industries 
bloomed around it. Texas Instruments (Tl) became 
known as the DSP leaders when they started making 
chips specifically for DSP. Everyone knows TI as the 
DSP leader because they jumped on it as soon as 
they could. 

“And it feels kind of like that. All these industries 
are coming up that use machine learning, and It’s 
SO exciting. 





“We obviously have stuff around Al and ML that’s 
been around for ten years. Netflix is using ML to 
recommend movies to you. But the idea of embedded 
machine learning is newer than that. We're seeing 
makers jump on this. We're seeing new hardware 
come out — and | don't just mean the same things with 
a faster chip, | mean brand-new silicon put together to 
support ML, which | haven't seen since graphics cards 
and DSP chips, so that’s an exciting thing in the 
hardware world. We really haven't seen much that’s 
novel in the hardware world in ten years. 

“It's a fascinating field, and the one thing | think is 
really cool is that the maker movement is getting into 
this because of all these content platforms and the 
ability to learn from and teach each other. You no 
longer have to have a master’s degree in electrical 
engineering in order to understand what machine 
learning is, like you did with DSP 20 years ago. 

“| didn't know what DSP was and | only took DSP 
courses as senior years’ courses as an undergraduate. 
It wasn't until | had all this body of knowledge built up 
over time as an undergraduate that | knew 
microcontrollers, understood signals and systems, | 
understood the concepts, and could combine them to 
learn DSP. | thought that was super-slick, but at the 








time it was already a ten-year-old industry. Things are 
moving so quickly that we're now, year two, into really 
getting into embedded machine learning, and colleges 
are already teaching classes on it. 

“This ability to create content and teach each other is 
exponentially higher than what it was, and a lot of that 
is down to the maker movement and its ability to teach 
each other. 

“| love machine learning. It took something in which | 
was interested in college, built on it, and to me, It’s 
opening up a new world of possibilities. | don’t know 
where TinyML or embedded machine learning is going. 
The possibilities are very exciting. There could be 
creepy cameras watching our every move from now 
on, and that’s a potential consequence, but there has 
always been that risk; technology is a tool, it's how you 
use It. 

“| love the idea of more smart speaker things where | 
can interact not just through a mouse/keyboard. Give 
me other ways. Pull us closer to Star Trek. ‘Hello 
computer’ — | want to be able to talk at my computer, 
and we're getting there. It’s exciting.” O 
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Shawn co-hosts a 
podcast for makers 
who want to learn 
how to turn their 
products into a 
business. It’s called 
Hello Blink, and it’s 
infinitely more 
applicable than any 
marketing course 
we’ve ever done 





Left > 

Spoopy Poopy uses 
an Adafruit Feather 
MO Express running 
CircuitPython to 
listens for the phrase 
“trick or treat” as a 
trigger to release an 
unpleasant smell. 
Perfect for keeping 
kids off your lawn! 
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Get started with Raspberry Pi, Learn how to code and make 


electronics, and more with our step-by-step tutorials 
Be inspired by incredible Find out about the top kits and 
projects made by other people accessories for your projects 
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Drew Fustin! 


COLUMN 


Hacking around the world 


A brief history of hackerspaces 





Drew Fustini 


Ww @pdp7 


Drew Fustini is a hardware 
designer and embedded Linux 
developer. He is the Vice 
President of the Open Source 
Hardware Association, and a 
board member of the 
BeagleBoard.org Foundation. 
Drew designs circuit boards for 
OSH Park, a PCB manufacturing 
service, and maintains the Adafruit 
BeagleBone Python library. 





ackerspaces (known as 

hackspaces in the UK) are 

community-run places 

where people can meet up 

to share knowledge, learn 

new things, and work on 
projects. The mission of any hackerspace 
is to bring people together to collaborate on 
projects and educate each other. Members 
of ahackerspace community cover a 
broad terrain of disciplines, from artists to 
engineers; and a wide range of experience 
levels, from beginners to seasoned 
professionals. Every hackerspace has its 
own unique history, often intertwined 
with the stories of 
other spaces and 
hacker events. 

Although my 

own relationship 
to hackerspaces 
began in the USA, 
the movement itself 
started primarily 
in Germany and 
Austria. Berlin 
hackerspace c-base 
has been 1n operation since 1995, and 
is widely regarded as the mother of all 
hackerspaces. Or perhaps I should say 
‘mothership’, as members solemnly 
Swear that their shared space is, in fact, 
part of the remains of a partially buried 
45 billion-year-old space station. Entering 
through the spaceship portal, ordering a 
cold German beer or Club-Mate at the bar, 
and controlling the Flaschen Taschen 
pixel art LED installation from your phone 
are iconic c-base experiences, especially 
combined with their raucous New Year's 
Eve hacker parties and that killer riverside 
view of the Berliner Fernsehturm! 
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I hope you consider 
seeking outa 
hackerspace or two to 
try something new, teach 
something, share a story, 
or work on a project 
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In the summer of 2007, a group from the 
USA called ‘Hackers on a Plane’ attended 
the Chaos Communication Camp in 
Germany (an incredible festival that comes 
around once every four years). The trip 
included a tour of European hackerspaces 
like c-base, Metalab in Vienna, and others. 

Inspired by their journey, members of 
the group set out to found hackerspaces 
in their own cities. Bre Pettis helped 
found NYC Resistor, while Eric 
Michaud and Nick Farr got HacDC off 
the ground in Washington, D.C., and 
Mitch Altman followed by co-founding 
Noisebridge in San Francisco. 

From these first 
few hackerspace 
seeds, many more 
grew across the 
country, with similar 
stories unfolding 
on. a global level. By 
now, the hackerspace 
movement has 
spread to every 
continent other 

than Antarctica, with 
hackerspaces.org mapping more than 
930 active hackerspaces, and another 362 
being planned or built out. Hackerspaces 
and hacker culture enabled countless 
inventions, collaborations, and projects — 
including MakerBot, founded out of NYC 
Resistor; and makerspaces, which started 
coming into existence after 2005. 

These community spaces are a precious 
shared resource. Over the coming months, 
as we Slowly start to return to life with 
other people, I hope you consider seeking 
out a hackerspace or two to try something 
new, teach something, share a story, or 
work on a project. 4 
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Letters 
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= 


) Letters 


CHOC MATE 2 

According to William Gibson, the future 
is already here; it’s Just not evenly 
distributed. Well, you can keep your jet 
packs: I want a 3D printer that will 
create chocolate bars! Even Willy 
Wonka didn't have one of those! 


PN oy-sacom stolenatetl-y4 


LA 


Ben says: At the time of writing, I 
thought there would be a small niche 
for a 3D printer that uses chocolate. I 
was wrong: the choc mate 2 flew past 
its crowdfunding goal, and I can't wait 
to see it in action. It turns out that 
people... like... chocolate. Incredible. 
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ATTENTION 
ALL MAKERS! 


If you have something you'd 
like to get off your chest (or 
even throw a word of praise 
in our direction), let us know at 
hsmag.cc/hello 



















INTERNET OF DIY THINGS 

I've always liked the idea of the Internet of 
Things, but in practice, it’s too close toa 
Cory Doctorow novel. Imagine your phone 
tracking your Strava runs and sending it 
to your healthcare provider, letting them 
know you've not been for that run you 
promised you were going to go on? Or 
your online shopping service being able to 
manipulate the price of cream to make 
you spend more if it knows, from your 
smart fridge, that you have a load of 
strawberries in the fridge? It could be 
excellent, but the future has 
unfortunately been hijacked by a couple 
of big companies that depend on 
advertising revenues. This is why 

we can't have nice 
things. Unless we 
make them 
ourselves: the 
smart fridge in 
issue 43 is a 
perfect example 
of what we could 
and should have. 


ack CREATE 


‘mane BUILD © 








Toronto 


Ben says: Those are relatively benign 
examples; as you Say, the idea of 
funnelling our personal data through a 
handful of companies is pretty dodgy. I 
like the idea that I can automatically add 
milk to an online shopping list; I like ita 
lot more when it’s a list that only I can 
see. That's what open hardware is about: 
putting the power in your hands. 


KNOTS IN SPAAAACE! 

Your article on space knots got me thinking about going camping when we're 
allowed to. At the tail-end of the wettest May in history, I’m feeling a bit peeved 
that I can't even get out into the garden, let alone the great outdoors, but when it 
happens, I know I’m going to impress the kids with some space-age technology. 


Birmingham 


Ben says: Mirabile dictu, it’s warm again in the UK, and after we've got the initial 
sunburn and cider out of our systems, we'll be planning camping trips again — 
this year armed with the knowledge that our knots are space-agency-certified. 
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Crowdfunding now 
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Inkplate 6PLUS 


A big display that doesn't drain the battery 


From $159 | hsmag.cc/VZJ1ng | Delivery: November 2021 


how fancy your sensors are; a large part of 

the experience of using your device will be 
= its user interface. [his might be a screen, 

some LEDs, or perhaps even voice control. 
However, If you want something power-efficient that 
works well in natural light, e-paper is becoming a 
great option. 

This display technology has been around for a 
while now and Is popular in both consumer and 
industrial products, but it’s been a little slow to take 
off in the maker world. E-paper displays historically 
have been expensive and hard to work with, but 
that’s starting to change now. Smaller displays are 
now available from a range of maker manufacturers, 
and larger displays — such as this one from 
e-radionica — are becoming more affordable. 

At its heart, the Inkplate 6PLUS has a recycled 
Carta panel from a Kindle Paperwhite (or similar) 
e-reader. This has a resolution of 212 PPI, anda 
1.27 second refresh time (this can be decreased 
with partial refreshes). An ESP32 microcontroller 


t doesn’t matter how clever your logic is or 
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sits alongside this display and brings in WiFi control 

— it also has excellent support for low-power 

operation. In sleep mode, it consumes just 22 UA, so 

it’s a good choice for battery-powered applications. 
We're really enjoying seeing more and more 

e-paper displays become available for makers. 

The Inkplate 6PLUS looks like it'll become a 

great option. O 
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BEWARE 


When backing a crowdfunding 
Campaign, you are not purchasing 
a finished product, but supporting 
a project working on something 
new. There is a very real chance 
that the product will never ship 
and you'll lose your money. It’s 

a great way to support projects 
you like and get some cheap 
hardware in the process, but if 
you use it purely as a chance to 
snag cheap stuff, you may find 
that you get burned. 
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eReader, digital sign, 
info display. What 
will you make? 
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Build a Makerspace 
for Young People 








Join our free online training course on 
makerspace design to get expert advice Ss 
for setting up a makerspace In your 

school or community. 
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Uncover the technology that Ss powering the tuture 
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HOV | MADE: 


mlOranle)(=mar-xexeh @anlielamnat-y=4a [= AR I) UJ N » 
get a new purpose in life: 


turning wind into electricity 


INTERV] EW. 
SIMONE GIERTZ 


aBel=Mete(-\-Jabe)mae)*)°)(-Jamae) ele) 
on what life is like now she’s 
making things that are useful 
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IMPROVISER’S TOOLBOX: 


PALLETS — worksHop 


Cheap, comes in standard sizes, gives Our continuing mission: 
you hipster points: why pallets are to get funky sound- 
the perfect building material waves out of ‘our Pico 
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“ur 


e’ll be 
ETT ale) 
Raspberry 

Pi Pico in this 
article because, 

if you're a regular 
HackSpace magazine reader or subscriber, 
you'll already have your very own Pico. However, 
if you'd rather follow along with a different microcontroller, it 
should work. There’s no official list of microcontrollers that are 
supported by the Arduino IDE, but if you look at the place you 
got your microcontroller, it should tell you If it’s supported and 
IaYe)VVan KOM alsi-]i mdal=mr-]0)0)ce)e)ar-1k-mere)anlele)al-ialese 

i at-milesiandalialem ism alcx-ve mice melo M Ismlalcit-]|mual-m 1D) mar-lalemeal-lan-lele 
support for Pico. We're going to use the IDE version 2.0. This 
is still in beta, so you might come across some quirks, but it Is 
the future — the previous version (1.8) is now in maintenance 
mode. If you're using Arduino for the first time, It’s best to 
start with 2.0. That said, the underlying features (at least the 
ones we'll be using) and language are the same, so again, this 
should all work on an older version If you'd rather not use the 
beta version. 

You can get the latest version from arduino.cc/en/software. 
Scroll down to Experimental Software and select the 
appropriate version for your platform. At the time of writing, 
the latest version Is 2.0.0-beta.7, but this may have moved on 
by the time you see this. You don't have to donate to download 
the software, but If you're a regular user and can afford it, it’s a 





(ofefole MY \Velin al=)ie)1alemcOm=lalsielc-mual-lmmimere)aidialel-\cmcemel-ime] ele] ¢-[e(-tsp 


(OJatet-mimsmlalsitclil-1e pe) elolamual-m-]0)e)|(er-1ule]a bam Celia (0l0] (0 sto1~) 
something like Figure 1. VVe need to install the extra bits that 
let us work with Raspberry Pi Pico boards. Click on the ‘Board 
Inatclatcle|s)a@mlecolam iual- moval] OM |ammual-mce)em(-1n0 =] a(0mc\<r-1ae1almie)@uy-\ael0]1a10 












































Mbed OS RP2040 Boards’. This 
will download the bits we need 

to compile software for Pico. 
Once that's installed, let's get 

our first program working. There's 
Mmlolalemursleliu(olame)mcir-laulale mela arelanrs) 
laalkergeyere)ahuce)i(=1ano)’amanl=).<[alei-10m m= Dme)llaLe 
and we're not ones to shirk tradition. Go to File > 
Examples > Basics > Blink. This will open a new window with 
the Blink sketch in it. 

Now, plug in your Pico, hold down the BOOTSEL button, 
and connect it to your computer via USB. The Arduino IDE 
may detect It automatically, but if not, use the drop-down at 
the top to select Other Boards and Ports, then search for Pico. 

It may tell you that it isn’t connected, but this shouldn't cause 
a problem. Once that’s selected, you can press the Upload 
arrow (Second from the left on the top icon bar) to load the 
sketch to your Pico, and the LED should start flashing. 
Ld 









OTHER BOARDS 


While we're fans of the Pico, you don't have to use this board if you 
don't want to. Here are a few other Arduino-compatible boards that 
we ve tested out and enjoyed using: 


Arduino Nano Every 
At just nine euros, this is Arduino’s cheapest offering, but ithas a few 
tricks up its sleeve. Running at 5V (most modern microcontrollers run 
at 3.3V) means it can connect to some hardware more easily. 


SparkFun Thing Plus — ESP32 WROOM 
This board brings the popular WiFi-compatible ESP32 board into the 
Feather form factor, which means there are lots of add-on boards 

(known as Wings) that can be plugged straight in. 





Adafruit Grand Central 
This board packs a powerful M4 processor with a mind-boggling 

number of I/0 pins to make it great when you have lots of things to 
connect together. 
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Sketch uses S6872 bytes (8%) of program storage space. Maximum is 16777216 bytes. 


Compilation complete. 


Figure1} 
a hat-W-\ce(Ullavem |B) = 
version 2.0 interface 


(4) Compile 


Press this button to check that your code is syntactically correct. @ Library manager 

If it is, tt will be compiled into firmware code for the selected The huge range of available libraries is one of the biggest 
nal(oaceLexe)ayige)ic]emn COlUmece)ammarcl:(om (omar: \i-m- Muni (eraelere)alige)iiclar-lneclearcye advantages of the Arduino ecosystem. Click this button to open the 
to do this. pane, where you can search for and install the ones you need for 


Compile and Upload ear ia es 


This will compile your code and then upload it to the 8) The code window 
selected microcontroller. This is where you enter the code for your project. 





Microcontroller and port selection _— Output 

This can be used to select both the type of microcontroller you Here you'll see any output from the toolchain that compiles 

want to work with and the port with which it’s attached to the and uploads the code. This could be any errors in the code or 
computer. This should automatically detect most microcontrollers problems communicating with the board. The serial monitor will open 
when they're plugged in, but you can set it manually if you need to as a tab on this pane if you open it. > 

COTM VOLUM arc AcMinlelacmuatslamelalcmill(eraerereynyiae)|(clar-vucclenic\e) B 





Serial monitor 
This will open a tab in the bottom pane displaying what's being 
sent on the serial port selected in 3. 


Board manager 

This opens a pane where you can install new board 
definitions (allowing you to work with particular models of 
microcontroller boards). 


Tab select 
An Arduino sketch may contain multiple files, and you can open 
them in different tabs in the IDE. 
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void setup() { 
pinMode(LED_BUILTIN, OUTPUT); 


void loop() { 
digitalWrite(LED_BUILTIN, HIGH); 
delay(1000); 
digitalWrite(LED_BUILTIN, LOW); 
delay(1000); 


SENDING DATA 


The raw numbers coming out of the serial monitor may be a little 
hard to understand, but we can make things easier with a serial 
monitor plotter. This was a standard feature of Arduino 
IDE 1.8, but at the time of writing hadn't made It into version 2.0. 
However, this isn’t a huge problem since we can use a separate 
program. We've used , but there are 
others available. Download the latest release zip, uncompress It, 
and run 

You can only connect one program to a serial port at a time, 
so you'll need to close the Arduino serial monitor before you 
can connect the serial port plotter. 


BIS] 


The serial connection between Pico and the Arduino IDE 2.0 seems 
a little unstable at the moment. If you have problems connecting, 
= make sure you only have one window of the Arduino IDE open and 
Oo. 8 TG try disconnecting and reconnecting Pico. If you can’t seem to get a 
mo, % oo Ee stable connection, then you can try using the IDE version 1.8 (from 
~ |S mO, * BE Le the download link on the previous page). Hopefully the stability 
csanmeamct CE P27 Fanci iaciset_ issues will be sorted in the final release. 
| (One 31 ye 
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void setup() { 
pinMode(AQ@, INPUT); 
pinMode(A1, INPUT); 
pinMode(A2, INPUT); 
Serial .begin(115200); 


void loop() { 
Serial.print('$'); 
Serial.print(analogRead(AQ) ); 
Serial.print(" "); 





Serial.print(analogRead(A1)); 
Serial.print(" "); 
Serial.print(analogRead(A2)); 
Serial.printin(";"); 
delay(100); 
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e’ve now H N t N t We'll use the three 
seen how late Cele elo mia] elelesmne mere )alage) 
we can each of the three primary 
relaekele-lanl colours (red, green, and 
Pico, and set A Mi FS 10) [U[=) MESO OVA 00 || Talefmaals 
digital pins, knobs, you can change the 


Vatema:y-(em-lar-lcereLe(-m e)] at Mmmolasy colour of the LEDs. 
take a look at how we can use this Potentiometers are 
to create a simple project: a colour- oro)anlelelalcialecmuarcial(cim ele m-litclare) 
olar-laleliarem(claaler voltage level. Connect one end to 

The concept is simple. We're going to use a dalom only danlelaame)icale (mele muclala (iamelels 
ring of addressable LEDs and three potentiometers case, 3.3V), the other end to ground, and then 
Koel Ker-1kom- mn [le] alent atcl MY Mer-lamerar-|ale[omaal> mere) (010 | melmm i al-malale the middle connection will vary between these two 
means it will provide a soft light for photography. We're using extremes depending on where the knob is twisted to. See 
a ring of 45 WS2812B LEDs. These are available from multiple Figure 2 for a wiring diagram of this. 
sources and allow us to control a lot of LEDs using just a single You should notice that the values change from O (or very 
I/O pin. low) to 1024 as you twiddle the knobs. 















Left @ 
You can fit 

this on a small 
breadboard, but 
the wiring gets 
a little tangled 








40 HackSpace 


| 





tee te Pe ee we 
eee ee ee ee ee ee eee | eee ee ee ee ee ee ee ee ee 

tc tc eT PT TP Ue 
oe # # @ PPC PS CP Pa aeeae e 


ih t tf PtP tH tetr Rt et Ht Rte te RRP Rc Pc RPC ea cc zc ec cc Ph UU Ce 


-Stititintiettt#t=t &# #& 
see ce PC PC eC PC Pe 
eee i ¢ + Oe 2 & & = eRe ee Det te te ee ee ee Oe ee ee 








js terrtrtrtrtetet® 








ms fe es Ff ‘eee 2 ws @ & & @ # . * 1 otter #8 FP ee FPS Se 
———s = « se © @ 















Figure 2 


We've only scratched the surface of what you can do with 

WS2812B LEDs here. We highly recommend you spend a little time 

playing with the examples that come with the NeoPixel library. Go void loop() { 
to File > Examples > Adafruit NeoPixel to see the options and have strip. fill(strip.Color(int(analogRead(AQ)/4), int( 


a play. You can create some really impressive effects with just a analogRead(A1)/4), int(analogRead(A2)/4) )); 
few lines of code. 














strip. show(); 
delay(100); 





#include <Adafruit_NeoPixel .h> 
#define PIN 0 
#define LENGTH 45 





Adafruit_NeoPixel strip = Adafruit_NeoPixel (LENGTH, 
PIN, NEO_GRB + NEO_KHZ8Q0); 








void setup() { 
pinMode(AQ@, INPUT); 
pinMode(A1, INPUT); 
pinMode(A2, INPUT); 


+r 
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aY-W-ANgolUliavem olf-iace)qneMal-(-m ol-(-10 Mm aal:) 

elELacelgaimeymrile) (x: Mico) mail) Ciemecy are] 

microcontrollers for over 15 years. 

In that time, there have been some 

if-]alesKs1s(om ©)ge)(-\e1ksm ele] |imr-]aelel ale mm alelel= 

range of different microcontroller 
development boards that are supported by the IDE. 
Here are a few of our favourite projects. 
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PRUSA 13 MK3$ 


WAVcmeoxolanlaare)alhvantalial @xe)my-\ael0l|aleneve)aaler-iile)(-mel-\u(erotom el-1 [ale 
microcontroller dev boards, but there are also projects 
built off these dev boards. Many 3D printers, including this 
author's day-to-day printer, a Prusa 138 MK3S, are Arduino- 
(oxo) an} ey= 14) 0)(- eam halismisjala an Ulla aliad)alemaar-1a<-10] elem OlUyZAVie)ceise 
Having an easy-to-set-up development environment 

lal=1) @l=xe mKOss} = lana 180 [omero)anlanlelalinvarc] cele |aleme] Dm e)siaiccis 
firmware, which made it robust and able to support a wide 
range of different hardware. 
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WORD CLOCK 


(© lores <ow-1k—m ©) 0) f= 10) he) al-melmmial-manlessimere)anlanlela 
electronic items. We have them in various 
forms all over the place — sometimes as 
standalone devices and sometimes as 

110] aresulolalsme)amaale)c-merelanl©)ic> anualiale sme m(e\o Niele 
the interfaces can sometimes be a little 
lacklustre. As makers, we can innovate and find 
beautiful and inventive ways of showing the 
time, such as this word clock from issue 20. 
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In issue 19, we looked at how to build a four- 
Keto [e (sto MYiz-11,4lale mae)ele)emm ColUmer-]am ecole] ¢-laamealis 
little creature to stroll around your house and, 
well, do whatever you want It to. Robots come 
Talellmsiate] @\stour-]ale mslyA>scyar-] ale mal ismisme)aloMelmnalc) 
smaller ones around, but It’s easy to get started 
with just an Arduino Nano, a few servos, and a 
3D printer. 
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it allows makers to add a new brain to existing 
technology. That's exactly what Justine 

Haupt did with the Rotary Cellphone. There's 
So)aalcvdaliale m=) alevar-laudialem-]elel0iarciug)e)e)[ale mm e)alelare) 
back to its most rudimentary form, yet still being 
le) komcem-lererctsiomial-manle)e)i(om eae /al-malciNi ell © 
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If you want to push your robotics skills to the 

next level, James Bruton has designed, built, and 
fo) el~-laesvelU|cer-\omual-mr-]alt- isi" ler-1| \arevelanle)(<).@1@) 01-18] Bleyep 
ai a\ismce) elon aalejamer-lamicelm-lalem-\.-1ame)el-\/as)ianle)(cmarclale 
commands. You can see all the details that went 
Talkom tals meig=t-18(0)ame)ames-]aalisusem (OlU NIU] el meval-lalals) 
(hsmag.cc/JamesBruton), or grab the CAD files 
lato merolelomicolaame lin lUloMHe) 11) p.4n0) ole ae 
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UK offer only. Not in the UK? 
Save money and get your 
issue delivered straight to your 
door at hsmag.cc/subscribe. 
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How | Made: WinDIY — A warp core for everyone 
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How I Made 


WINDIY - 
WARP CORE 
FOR EVERYONE 


3D-print your very own wind turbine 

































still has) seemed to have been solved 
by technical progress. 
Where today we leave 
the carbon footprint of a 
mammoth to fly from A to 
B, on Voyager, you were 
simply beamed. Nuclear 
or coal-fired power 
plants? There was no 
need. Instead, there 
was the warp core, 
which generated 
energy from matter- 
antimatter reactions 
for an infinite time 
without CO,emissions 
or nuclear waste. 
Even if this is 
(currently) rather 
utopian, there are other 
achievements that have 
made the leap from the 
fictional Star Trek world into the 
real world. For example, PADDs 
are very reminiscent of tablets or 
e-book readers. The majority of modern 
smartphones trom today have a similarly 


don’t know if there are 

studies that prove it, 

but | can imagine that 

for many people, 

= the foundation for 
scientific interest 

is laid by science 

fiction. At least for me, 

this ‘science fiction 

foundation’ was laid 

by the series Star 

Trek: Voyager and my 

sister. As a part-time 

Trekkie, she regularly 

blocked the only 

TV in our parents’ 

house with this series. 

In the beginning, | 

was forced to watch 

it rather than wanting 

to, but at some point, 

| watched it voluntarily 

and enthusiastically. | was 

fascinated by the many technical 

possibilities and, above all, by the 

positive view of the future. Many of the 

problems that our society had then (and 
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Above — 

The winding 
machine made it 
much easier to 
create the coils 
needed for the 
generator 
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ready for assembly 





developed ‘sensor phalanx’ as the 
tricorders. A smartwatch Is actually just a 
communicator that you wear on your wrist, 
and | think it’s no coincidence that you can 
change the wake word of Alexa and co. 
to ‘computer’. 
But the coolest of all technical devices 
for me was always the replicator. You 
only had to tell this device — of which you 
could usually only see the output shaft 
— what you would like to have created. 
No matter whether it was a glass of 
champagne, a bowl of ‘plomeek soup’, or a 
‘hydrospanner’. Everything appeared as If 
by magic as soon as you told the replicator. 
So, | was excited when | realised that 
3D printers were becoming cheaper, more 
available, and more sophisticated. Even if 
you can't replicate food with them, you can 
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now reproduce components with millimetre 
precision. At that time, many people spoke 
of the beginning of the second industrial 
revolution, and | believed in it as well. Even 
if the ‘big bang’ did not happen, | believe 
that there will be a time when it will be 

as normal to own a 3D printer as It is to 
own an inkjet printer today. Spare parts 
and necessary equipment for any device 
can then be made available quickly, even 

in regions where there Is no 24-hour, door- 
to-door delivery service. However, for this 
to work, it is important that these easily 
replicable devices are designed to be not 
only easy to build, but also easy to repair. 

At this point, | would like to claim that | 
wanted to actively and specifically support 
this development with WinDIY from the 
very beginning. In the end, however, It was 
actually coincidence that nudged me onto 
this path. 

The coincidence came in the form of a 
few cheaply bought neodymium magnets 
at the flea market. When | got home, they 
lay in the drawer for a long time, or were 
used as fridge magnets. At some point, 
| realised that this was not a life worthy 
of a neodymium magnet. These powerful 
magnets should have more use than 
holding postcards on the fridge door. 

So, | wanted to build something useful 
with them, and quite quickly came up © 
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with the idea of using the magnets to build 
a generator. After all, what could be more 
useful in a society where we need a lot of 
energy, and the demand Is growing every 
day, than generating energy? Let's put it this 
way: if | were a neodymium magnet, | would 
love to be part of such an important task. 

To cut a long story short, this is how 
the ‘Nerdiskerator’ (=_NERdliys DISK 
genERATOR in reference to my blog 
Nerdiy.de) was created: a double-disc 
generator consisting of 20 neodymium 
magnets in each of the two rotor discs, 
and twelve coils in the stator. | made the 
housing parts with the help of my 3D 
printer, and finally assembled them with 
a few standard mechanical parts. For me, 
the 3D printer was the only suitable tool 
because it was the only way | could create 
components, test them, change them if 
necessary, and produce them again with 
consistent quality and accuracy. 

Since | wasn't really talented at working 
with CAD tools at that time, | printed every 
design and tested the physical part. Pretty 
soon, | had a set rhythm consisting of: 


Evening/night: print design 


Midday: test design 
and implement changes 


Repeat 


So, night after night, | worked my way 
to the final design until | had a design | 
was happy with. In retrospect, | have to 
admit that this way was expensive and 
not always effective. Unfortunately, | only 
learned later that modern CAD solutions 
also allow you to assemble the individual 
components on the computer and check 
whether everything fits together. At that 


Above 

turbine rotors have 
to be both light and 
strong 


Right 

As well as 3D 
printed parts, there’s 
some off-the-shelf 
components like 
bolts and nuts 
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time, however, it was a good system 
for me to see and understand how the 
individual components work together. 
The next challenge — after building 

the larger generator parts — was making 
the coils. Here, a lot of wire had to be 
wound around a coil body as evenly and 
accurately as possible and with a given 














number of windings. | quickly gave up the 
first attempts to do this by hand. There are 
machines that do this job much faster and 
better. Unfortunately, these cost more than 
| was willing to pay at the time. Hence, | 
decided to build my own winding machine. 
‘WinDIYngThing’ (that’s the name of the 
machine) consists of two NEMA17 stepper 
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Right — 

3D printing lets you 
quickly iterate your 
designs 


Below 
Wiring up the 
control electronics 





motors: one is responsible for guiding the 
winding wire, and the other for the actual 
winding. So, while the winding motor winds 
the wire onto the coil body attached to its 
shaft, the second stepper motor guides the 
wire via a linear rail so that It’s wound onto 
the coil body as parallel as possible. 

Thanks to ‘WinDIYngThing’, the winding 
worked quite well, so that soon all twelve 
coils were produced and installed in the 
stator. During the first tests of the ready- 
built generator, driven by a cordless drill as 
a mechanical energy source, 30W could be 
generated. Unfortunately, it was not until 
later that it became clear that | should have 
invested in a tachometer at this point. 

With the completed generator, | was 
now faced with a similar problem as before 
with the neodymium magnets. Instead 
of the individual magnets, the assembled 
generator was lying uselessly in the 
drawer. So, this one also called for a useful 
purpose. | needed a mechanical energy 
source to drive the generator. | chose wind 
power, simply because, where | live, wind 
power Is more available than water power. 

Unfortunately, | started developing and 
building the turbine rather haphazardly 
because | thought | knew how a wind 
turbine worked. It was only later that 
| realised how many, at first glance 
unimportant details had to be right in order 
to turn a decorative turbine that was simply 





supposed to rotate into an effective, 
energy-generating turbine. 

At first, however, | was also concerned 
with the challenges of general construction, 
especially with regard to 3D printing. For 
example, the blades of the turbine must 
be as light as possible, but at the same 
time strong enough not to be damaged 
by the forces that occur. Various tests 
with different designs finally led to a blade 
design in which a blade weighs about 600 
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grams, but is still able to withstand the 
forces that occur. For this purpose, the wing 
is Supported by an internal aluminium profile 
onto which 3D-printed wing segments are 
attached and fixed. 

In addition, | wanted to integrate a few 
safety systems that would enable WinDIY to 
react as autonomously as possible to strong 
winds, or other potentially dangerous events. 

Strong wind is actually a great thing, 
because more wind obviously leads to 
more energy that can be ‘harvested’. 

On the other hand, it also increases the 
load on the components. There are quite 
impressive videos of wind turbines that 
reach such high speeds due to failed safety 
systems and too much wind, that they 
literally destroy themselves. 

| wanted to avoid this scenario for 
WinDlY in any case. One way to do this 
is with a mechanism that can be used to 
adjust the angle of attack of the blades. 

To do this, a pushrod Is passed through 
the axle of the generator and into the hub 
of the turbine. By pushing this pushrod 
back and forth, the angle of attack of the 
blades can be adjusted. By thus adjusting 
the angle of attack appropriately (or not 
appropriately), the efficiency with which | 
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the wind-speed Is converted into rotational 
speed of the turbine can be controlled. 

So, in case the speed is too high, the 
pushrod Is simply controlled that way that 
the turbine brakes itself. This system is 
currently also the common procedure of 
the ‘big brothers’, which are known from 
the coast or other windy regions. 

In case this is not sufficient, or the 
turbine has to be stopped for other reasons, 
a mechanical brake is installed. With the 
help of two electric motors, including the 
corresponding gear reduction, two bicycle 
brake-blocks can be pressed onto the rotor 
disc of the generator, thus bringing the 
entire turbine to a standstill. 

The control electronics inside the 
turbine automatically decide whether and 
which safety mechanism will be activated. 
Equipped with an ESP3z2, it collects, stores, 
and evaluates the various sensor data and 
acts autonomously. 

In the meantime, | had also made various 
changes to the design of the ‘Nerdiskerator’. 
Having to test the generator every time with 
the battery drill was not only inconvenient, 
but also dangerous. | had to hold the drill with 
one hand while holding the fixed part of the 
generator with the other. At the same time, 
| also wanted to operate the multimeter. 
After | had dropped this construction a few 
times, | decided that a small test stand could 
manage this task better and more safely. 





Left 

Testing the 
performance of 
the generator 





Below 
Modern CAD systems let you see how multiple 
parts will fit together 





Since there was no device that suited my When | started building WinDIY, | 
budget and purpose, | decided to build my underestimated that it is not enough to know 
own test stand. It consists of a 200W electric roughly how a wind turbine works. The details 
motor, which is actually sold as a drive for to make a turbine really efficient are based 


electric scooters. Thanks to a suitable power on the knowledge of electrical engineering, 
supply and a PWM speed control, | was able mechanics, aerodynamics, and many other 





to build a suitable test stand with which | technical fields that should not be ignored. 
was able to test the generator. At first, this realisation frustrated me 

A tachometer connected to it showed quite a bit. | had invested many hours in the 
the first lesson | had to learn. The development and construction of the turbine, 
generator only produces significant energy produced countless failed and test prints, 
at about 20 revolutions per second(!) -—a and invested the corresponding filament and 
speed that WinDIY never reached even on money. Realising then that the machine | 
the stormy test days and would probably had built worked tn principle, but fell short of 
not survive undamaged. expectations, was pretty devastating. 
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In this respect, | know today that the first 
version of WinDIY is a good example of 
what you can do wrong at building a wind 
turbine. But at the same time, | realised 
that WinDIlY is also a good example of 
what is possible with a simple 3D printer, 
motivation, and a good search engine. Most 
of the knowledge on this is publicly available 
and free of charge. We just need to take 
it and turn It into something useful. This, a 
suitable CAD tool, and a 3D printer are tools 


that are already available today and make 
this possible for everyone. 

Of course, you can’t replicate a finished 
wind turbine with a 3D printer alone, as you 
would expect it from a Star Trek replicator. 
But you can make components so precisely 
that even inexperienced people are able to 
assemble a well-functioning machine from 
it. It is precisely this goal of a wind turbine 
that is easy to manufacture and rebuild that 
| continue to pursue with WinDlY and Its 
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Left 
The current design 
for WinDIY 2 


successors. Even though this did not work 
100% with the first version, I’m working to 
get closer to this goal with a new version. 

In particular, the generator has to be 
designed in such a way that It produces 
Significant energy even at low speeds. To 
ensure that enough mechanical energy 
reaches the generator, the wings must 
be equipped with a suitable profile. 
Besides these obvious improvements, the 
construction must also become simpler and 
easier to repair. 

| want to implement all this in the 
upcoming version ‘WinDIY_2'. 

WinDIY is not (yet) a warp core 
replacement that generates energy from 
matter-antimatter reactions. But hopefully, 
one day, It will become a machine that 
effectively generates energy from wind- 
matter reactions on a small scale and can be 
built and repaired by anyone who has a 3D 
printer next to their inkjet printer. 
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Inventor, robotics enthusiast, and YouTuber 


WAV(o) ge Isw-N I=). a =f=]K>) 


ven if you don't follow 

Simone Giertz on social 

media or YouTube, there's 

re Wa lolele med ob-Valer-Micolem artehiimey i 
——— her work. Originally hailed as 

the Queen of Shitty Robots, 
Simone’s early videos of questionable 
(ofo} ah ee-}oleceyarswmsielelelctsmeelcmieloldaleyaurcial 
Machine and Hair Washing Robot, quickly 
went viral, birthing a variety of GIFs and 
shareable content that quickly took over 
the internet. But, nowadays, she’s shelved 
her bots and focuses her attention on 
more reliable projects, such as her highly 
successful crowdfunding campaign 
for The Every Day Calendar, and the 
impressive Truckla, a Tesla pickup truck 
that beat Elon Musk’s Cybertruck to the 
post when shared online in June 2019. 

Alex Bate caught up with Simone 

Giertz (pronounced Yetch, not Gerts) to 
discuss how she went from unreliable 
robots and GIF stardom to bunk-beds 
made of leaves and office chair sidecars 
for needy pets, and why her openly 
discussed brain tumour helped to realign 
her business model. — 
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Simone Giertz 


INTERVIEW 


HS To me, as a viewer, it feels like your 
YouTube career is split into two halves. 
There's Simone, the Queen of Shitty 
Robots, and then there’s everything 
post-surgery, like Truckla and The Every 
Day Calendar. Do you see it too? 


ESCHM Mal-Mohuai(e1b lim oy-Vaar-lofolbhan Cole hbloy-Me-Tele| 
eVistonma a= Me [efoto mss ce (Moya hem koma ot-l anh m‘cole lm at-\ic-) 
FW cy-V i hia loy ele Mor-Ha-1-) Mmrcolemepco)iimehomelvnanate| 

id ak-\amer-ba-l-y amr) alo mn'cole med at-lele(-m- lave mcolene 
interests change. And I don’t want to just 
play a role, I want to be genuinely excited 
about the things I do — you get sick of 
idabbaXetswr-y aXe mm’ (o)bm\e-)el mo ->.qo)lo)q- wm alea iy 
1dabbaXetsmsYonm hele) col-yanomeKom dat: lam incom c-r-1 hts 
tried to be ‘theme agnostic’ for my 
YouTube channel. 

PN aXe ld ot-Van'\e-tomsroyeatcid ebb ete maet-Vanie-1s 
really hard with Shitty Robots, because it 
was something that I knew that people 
really liked, and that I had a level of 
success with. But I was just not 
id ak-Lm=p.covac-lomr-Volo)bumshar-Dahiaeete) acy 
PNaXel Mdevbel.qndet-moye-vbemauneetelens 
/oX-Yor-baa\om- We a-t-0d hime lelolemor-Ve[-mabnael-ys 
for me, because I had such 
limited energy capital, you know, 
and I really just wanted to spend 
my time and my very limited 
VaX=p cen vmoyameloybalemaabbeleromadat-la mists 
super-pumped about. 

I think the projects I build now 
still have some elements of the 
stuff I did in my early days, but 
they’re definitely less GIF-compatible. 

bolmdat-wol-\ephebebseenme-l0@mn/\e-tomdeblel.qbate| 
about for every project was a GIF. That 
\/\ectswnd alcwp eat: bheMmel-Jeni(-ye-V0)(-maer-1ms mer-lembemeaki 
/aXcy-\obmr- aXe Mud eX-w eat: bem o)K-ler-moymero)ohc-)alandat- 1a 
jQole1 UEsX-Yo mo) ater VeCemndat-yom M.onatemoyalolonl iar 
MZolb MAUL oy-mralel-lom-haelenevemimm-levom-pcelubelemaat- 
J8) Koler-totoMe) mon cct-hanele md ettcme)) aay-Velem Mi (-lmele) 
of that. Not every project needs to have a 
ole baXed eo bbal-wm i mer- lem ol-m ebel-Muhmer- lem ol-m-Mahadl- 
loyhupeeteya-mehelle 

But, I still feel guilty about it. 


HS Really? 


SG Yeah. People are very sweet about it, 
Jolbh ap M1000 me[-) moloyeebeat-yahecm (side ol-to}0) (=) 
being like, ‘Oh, I miss the Shitty Robots. 


a 


|S) bh em- land aXomct-leel-manec(-Maicolemar-n-mcomdannel.¢ 
It’s my life, and I really want to do the 
things I want to do. And I'm also so 
(che=hiaalmcom ahi aye) colenb term ob ls)bal-tstom-Dalel 
wanting to focus on that. And the way 
dat-lapcohiae Golem helol-me) at-laval-)mer-vemeron(->.¢0s11 
with that is for me to explore different 
products and make videos about them. 
PN aes haesw-\oaabt-)0him@ol-vore)nebbeem- mi oyc-1animeleyorel 
tag team. 


HS Talking about your product business, 
the biggest one to date was obviously The 
Every Day Calendar. 2300-odd backers, 
and over half a million dollars raised. 
How did you feel when your first 
Kickstarter just soared like that? 


SG It was fun and scary. Because, as 
somebody who's terrified of 

(ch ksy-} 0) oXoynahanaXemoy-\o)0) (-Mmen con enabbatennete 
campaigns are kind of like the worst 





joXeys) ha Koya mmcomm oleh antcolebact-¥ 0m ball ol-lor-Lels{-mrcel! 
really risk disappointing people. But, I 
don’t think we did. I mean, we were late, 
but I really just wanted to deliver a good 
product because it was expensive. And, 
yes, we raised over half a million dollars, 
Jo)bh mp hatswe ole) mebanee mele) /\mdek-1mn\(-i(-m-Velner-Veats 
broken even. 


HS Wow. 


SG It’s so expensive. And so much of that 
ssw balmy) cofoheConme(=y1c-) (o)oyact-yeummllsat-yeat 
(ofoynalctome (oh) ise com iam-velemnicoluma-m-(onabe-Vihts 
jolehganate Mcyoyeel-yeebuetemolelapbemds\-mu\(oydcenpams 
just crazy how much it costs. And I mean, 
we probably didn’t do it in the most 
efficient way we could, because we were 


W 





rookies. But, it was definitely very 
ahbienloyabalem-letemc-yegbaisneten 


HS Would you do further products with 
Kickstarter? Or do you think you're now 
at a point where you would just create a 
product and sell it, and not have to rely 
Cove mes connicebaubavetnete rg 


ESSCMA I Cu cewatoyol-sabl ihm t-WeuntelebbeleMolbnacicoya: 
this summer, and we're going to have four 
different products in it. And, I’m hoping 
that any easier products can be self- 
funded. And, if there’s something more 
foXo)n eho) bKor-he-\o mm bl ¢- md el-m@xoyenyor-venloyamevar-tee 
which is definitely going to be a bigger 
jo) ce) (Lorem aaecdle)slm-yelemoyomol-snete 
crowdfunded because with funding, you 
also get market testing. You can get a lot 
out of it. But, that said, after I did The 
Every Day Calendar, I remember saying 
I'd never do it again. Every night at 3 am, I 
would just wake up and be like, 
10) oWeeh'aclolcem \sat-lapbanicmcy-yale mele nt 

ld aXcmor-IKavaletchacmevalemaal-ammbamanice 
years, all of them stop working! 
People are going to be really 
Valepa' aus mnemsor-Va-\o mo) meet: lems lolem 
guess that also, even if customers 
are buying your product off the 
shelf, you are always going to live 
with that fear over your head. 


HS It's really interesting to go 
back and watch your earliest 
videos, particularly the first one in 
Swedish, and see how far you've come. 
Was it always the aim to start the 
business? To have staff and be opening 
Vemeyalabal-Mojcopc-M-Valemex-)0hbelem'Colebamey cele le Cel neg 


ETRE Gunl-y-vaMmoloMm Mm Colelteme(-vanavic-) bial ol-maranate 
if I said that this is some sort of master 
plan. There was no scheming where I had 
the large whiteboard — ’This is the 
trajectory of how I’m going to become 
known as the Queen of Shitty Robots. 
FWaXelmdat-yos oemeloyneve mcomoyhicolmdet- la belce) 
running a product business. I'm definitely 
not that smart. 

15) 0 lam Mi ak-(el-leWbal.dbbetemovann\/et- 1a Mm i\e-1s 
interested in. And I mean, I really liked 
saek-V.ehele mace (-\olsmu-Walem Maebuelqndat-ii 








Above z 
2305 backers paid 
$593,352 to get the 
| AV(-) avg DY: Wa @r-1(-)arer-1¢ 
ro) am tal-mel cele lare| 











HS Some online content creators are often 
stuck within a theme — wood working, 

=) K=Yod a Coy el Cero Muc) DM oyebalaneleme-velem-ye Royo =1UN Mm (0) ¢ 
you, it seems that you're the theme, you're 
idoCcM oy e-velemm-velom'columer-leMe(-1mr-\achimnialial 
creating whatever content you want. Do 
you see that when you interact with your 
feLesnabentenevaniaam Met-\mac-l-eloyan leg 


ESTCRD LaccwesvoynaY-]daubolemdet-vamdatelblelelm-w oy! 
about in the early days, like, how much is 
1d aX- Mod at-Vauat-ymr-lolelelmect-m-lelemechim@eni-var-Ware| 
JaXoy/\apeehetosomsccwar-lololenmeel-maesbelelcmaet-la 

o}bu dlc Way-Veleen devbal.qn/\det-la) msinabtele)(-\om angel 
is that I’m not that interested in my life. 
Like, I really want to make videos that I 
myself would want to watch. I’m not 
really interested in vlogs, so I decided 
early on that while it’s about my life to an 
extent, it’s still centred around these 
projects I’m building. 

In some ways, I’m pretty private on the 
internet, but also very open, like 
when it comes to brain tumour 
stuff. I was really open about it, 
and I wanted to tell everyone 
about it because it was a way for 
me to process what was 
/ak-}o)ol-yebbete mm Mea-yeel-yeelol-y am ak-napalem re) 
tell myself that I had to stop 
telling waiters or Uber drivers that 
I had a brain tumour. ’Hi sweetie, 
how are you today? Well, Ihave a 
loyccveeMaUlaaXelon@molenmoldeX-vandat-lamadat-ie 
I'm pretty good.’ 

Ms" eX eM damror-vee\-mcome-Vi.@belem-lololehanhmoyelabel-y 
it was a no-brainer. Haha. 

But then there’s other stuff that I don't 
talk about, like, I don’t really document 
aehiM@ubccwe MeKoyaManc-li.qr-lolelelmeehimuat-yelers 
really, or my relationship status, or 
Vahiasabeete Ml q-mdet-lams{-lor-lbt(-m cole m et: hic-mKe) 
draw the line somewhere. And I always 
felt like documenting my life was just 
too intrusive. 


HS When you look at your most popular 
sa Col-Lot-MoyeMicolub med at-Vavet-JOm-\iccvemuatelece)al 
you're known as the Queen of Shitty 
Robots, those videos aren't actually in the 
Top 5. Instead, it’s the video of you in the 
zero gravity simulations, and Truckla, 
Valo Cored. @bole Mm colebacr-] sm ne M'Coltbmley-\debcoleyenMioy 


w7 


48 hours. It’s interesting that the thing 
you're most known for isn't the thing 
your audience is most interacting with. 


ESCs eVects) abignialato)ofo) miatel-volsmanlessdaimentel 
really well on other platforms, like 

SM i\ahac-yar-valemat-le(obham\ (ol msyomeahele)smeyal 
YouTube because it has its own metrics 
Valomr-¥ eloyendenentsy 

SW aX-mdevsetemdak-Vantswact-l Ibi mels-yi0l Wioymeldal-ye 
creators who are getting started is to 
1u(e]Unq-Mo)Unan id ek-\ an tomr(o) on am elole).emoyann\dat- lm icmeal=. 
very simple version of what you're doing. 
Like, Queen of Shitty Robots kind of 
became the headline. And it was this very 
(od [c¥- ham nal ctstsy- (e[-wer-velem Aan ectomcyo)aatcidavbalemiat-it 
was really easy for journalists to write 
about. It was a spearhead for branding. 

BW abtcmi\e- tow elo)msyoyeel-yeebeetem Mn /\e-tomaebel.ebare| 
about at the time, but looking back, my 
fear then was to make sure I didn’t get 
je)Cefcroyalate)K-cemm-palemdek-1msmeroel lem el-nr(-vapnsten'(-) 





on from it, because that’s the problem 
sd aX=¥ alm ol-lo)o)(-Moyelbim@ enon’ micelv mio) moyal-mdaybare| 
— you can’t really move on beyond that. 
It’s really nice to have that spearhead, 
FValommdet-yelmrcoye mor-)amo)aey-\e(-vel hem-valemder- lms 
1aXo)/\ma'(olbmat-\i(-m Coyele(-\ahata 

I didn't want this to be over in a year. I 
wanted to be able to keep on doing it 
because I was really enjoying it. And now, 
I want to make sure that I have more legs 
Cos} f-ba\emoyabM ol-lor-lbki-mn i el-vali(olbma-meleybale 
idabqolelepalsel=r-1 dem oyce)o)(-yeeksmmicolemacr-Valsy-maer- le 
Th im (ol 0 mer- Vala Ml ol- Webel a ceyel Moya: Meor-beel-)e- 9 
AVCcyaiad aubalemep@uelelsmcom-W ot-] iam sim'(oluma-maloye 
well enough to work, or if YouTube 
changes its algorithm, it becomes such a 
fragile business structure. So, that was 
one of the reasons why I decided I needed 
to go into products. 
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HS I guess you can't really be known as 
the Queen of Shitty Robots where 
AcyatadabeelemtColemrat-1.cMelel-tvemmcct-lI aimee) 
what it’s meant to do, and then expect 
people to buy serious products from you 
and trust they'll work. 


ECB Mat-Vacwel-sitebac-Jhimoyel-Moymcat-Wdobnaters 
when we launched The Every Day 
Calendar — I was wondering how are 
joX=Xo) 0) (=e (oy hete con ol-m-]0)(-mcome-1.¢-m dents 
seriously? But, I think that’s what's really 
nice, that my audience has been around 
KoyaXe M-pao)ble)am-velemdel-yim@i(oms\-l-yaldat-1meal-sa-ws 
more to it than that — there's actually, 

sh copa bKor-¥ hi aar- Wo) Moyann\(o)d.qnd ek-1melol-tsw neice) 
making Shitty Robots. 


HS Iremember the first time I saw your 

work was when you collaborated with 

Adam Savage to make an automated 

jole) oketoygeWeek-Velavnel-MieWAUlRomm ime: Wepc-t-li 
saCeCsromdek-imcct-Vihim@entepelelelovecmeveyny 
great collaborative work can be 
when two people focus on what 
they're really interested in to 
make a final product. And you've 
soya .¢-lemoyaMeoydet-yamtalel-lorcm andl 
creators such as Laura Kampf. Is 
there anyone else you'd like to 
work with? 


SG I'm really interested in people 
sd alom-ba=m nate Moya ol-y'Coyalemaat= 
(cLopnabachevepanimdat-lal mecmolblac-yeudai@bemmim colette! 
be really fun to do stuff with musical 
artists; I'd love to collaborate with OK Go. 
O}mas(-vanavnc-mol-yiCoyalemdat-lm-velemiicoyd-aniianuel 
people who make art, and fashion 
designers. People who are outside the 
world where I’m creating. And there are 
people that I just love and would always 
want to work with, like Laura. She’s the 
sweetest, most talented, down-to-earth 
Vale mabnevehiayel-)qsve)aMm Ma-t-Vi bia loni(-m ey d.@bale| 
with her. I should really think of who's on 
eahimojeled.<-1m bisim 

SYoyan=1seubalem Ini(-wa-t-Vibimoabictsi-lemelbianate 
id olcmmoy-vele(-yaeb (om fom lets] me [-11Nbelemcomsyo\-velel 
time with people who are excited about 
sNdak-himaalcaia acme loybelope-lalemer-nabalemaat-tt 
cb:Copn cpa el-vahapaelomeyamoyemesl-wm Mal-vq-Mcmeloldebnele 
saaXo) c= ws bats) oyaguete mdet-vamcieyeat-leyel-mol-pnelemm 
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Simone Giertz 


pumped about something, even if you 
don’t understand what it is. In some 
ways, lockdown has been great for 
creating as I've had more time to loiter in 
the shop, but I definitely miss that input 
Vale ibksy mm ol-phelem-10) Comicon e-10.qncomol-lo)o) (<5 


HS And are there any projects you'd like 
to build that you just haven't gotten 
eV celubavemcomelorbalemi(-\ 


SG Honestly, I just want to build stuff for 
my house right now, which I know isn't 
the most interesting answer. I still have 
the CEO Bouncy Chair on my list — I want 
to make this kids’ bouncy chair, the type 
where you're almost in some sort of 

jo) EeYsyaloment-}0\-)ems) bia Mi'e-Valanimcom (ole) .qlbl.q-m-| 
saak-} eloler-Venimel=-).qn/\aheel- Wate) (olel-p.ar-vale mms 
for grown-ups. And make some spoof 
commercial for it when it’s marketed as 
an exercise device, but there’s just some 
loF-WKohbalemi\sebnc-mellyiabem ham mdevbel.qudet-lacmasl-) 
only one that I’m still eager to build. Let 
me look at my notes... 

IESsheaXeyatem 0) coor-\-le fomcomy olell mo) bn mel) amo) aleyal=) 
and list project ideas from the notes app. 
Should I tell you what they are or should I 
leave them as a Surprise? With great 
power comes great responsibility'] 


HS Those are definitely some 
interesting ideas... 


[I’m very responsible]. 


HS Going back to your audience, you 
seem to have been somewhat spared a lot 
of the negativity people receive in 
foLoyanvant-yanccme-velemeyelibel-Whemel-vel-ye-VMm A ehimele) 
you think that is? 


SG I’m just always so scared. Haha. I’ve 
been spared from the trolls and the hate, 
and I’m just terrified of ruining whatever 
cYo|buUbloyahetaaMcsmer-yo)ol-vebbele mate) enmeloni's 
That’s one of the reasons I post so 

Xo) CoKoy en hia Mn iie- tom ole) .@ baked al- mold al) mor-hiar-velel 
thought, ’Oh, it’s been 45 days since I last 
joXoks1 K-16 Moyes baksie-(epe-leatmur- leon Mele)n ler Ml .<-1-30) 
getting DMs from people asking if I’m OK. 
I'm just always scared to overstep, or do 
KoyeaK=yd abbete mdek-1mn/ cools mbyotsy-1 mm ol-\o)0) (-WmeyE 
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cause me to fall from some sort of 
pedestal. I just never want to post 
Yoyaatcidenbave Mdet-imolel-t:) 0mm ice) d.qcoymoldel-ve 
people, you know? 


HS I get it. The comments section of 
YouTube alone can be an awful place 
sometimes. Speaking of YouTube, are 
there any other makers at the moment 
si aoe-VaccBbetyoybanelemtcole leg 





SG I love 3x3 Custom. She’s my happy 
place because she’s at a level of making 
that I’m just not at. Her jig work is just 
wild, and the quality she puts out. And I 
love Nicole McLaughlin. She does these 
really fun and weird fashion 

(ofo) nud t=} 0) 0 Loy ekswm bN.¢-Mcy aLol-tomnat-lek-Molelmeyi 
tennis balls. She’s very cool. She’s a level 
of coolness that I aspire to and never 
expect to get to. 

15) 01 Mme) ale) ima etc waatossjmbatsjoyoanatemd avbete[omioys 
aaXcm csmanectcmw-ValoM M.eatoyiimdat-lanlm mablemelblmeyi 
ideas, it’s because I’m overworked and I 
Jak-hi(-yala ms at-lom-yelolble)eMmeloyi\seunbnel-m-elemuleat-mre 
just loiter in the shop. I try to enforce this 
on Fridays, where me and my teammates 
just work on whatever project, and it 
doesn’t have to be work-related. And some 
of my best ideas have come from that type 
of work, where I don’t know what my end 
(ofoy=) ai\andelnd obcow sem olbla meal lersimeleynate mae 
tinker with it for a little bit. 


Cole Mer- Vow Co) i Cohimoyiraleyel-MoyeM@ hekcie-lep evan) 
(instagram.com/simonegiertz) for 

|oY=) Wb oe Gad el-trcyer-yo(-¥om 0) elo) CoycMey Mal -) am oy ce) (-\el 
Vale msieloycyey al el- Ma CoM a=) am elem Elol-medet-vebalc| 
(youtube.com/c/simonegiertz) for new 
content. Also, because why wouldn't you, 
you can follow Scraps on Instagram 

(GLa E-lepecveeMereyeeVcereyanbunt-velel-yacyere-) otc) cole), 
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Scraps is first and 

1 Ko) g=Vailes-) ar: melele mmole) 
he’s also the brains 
behind Simone’s 
@xeynn) ey Talked eqir-lis 
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ai alisusisblalalialei47ta elle (om alo|c6| 0)- (01 a 0l0le) ale) me)alNVaKoltES 
the stories of some of the seminal video games of 
the 1970s and 1980s, but shows you how to create 
your own games Inspired by them using Python and 
TAVLO lela alow Ac cenme)ile)y al alem=.<claaleliorsm ©)celeleclanlaalcre 
by Raspberry Pi founder Eben Upton. 








= Get game design tips and 
tricks from the masters 


m Explore the code listing 
and find out how they work 


ie DYo)\ 7a] KoXe (ome lareme)vonme lel palc 
examples by Eben Upton 


=m Learn how to code your own 
games with Pygame Zero 





Available now hsmag.cc/store 


Improviser’s Toolbox: Pallets 
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Rosie Hattersley 


ith wood (and other DIY 
materials) hard to come by right 
now thanks to a combination of 
global supply issues, finding an 
alternative source of timber may 
allow you to complete projects 
that would otherwise be on standby. Typically 
found discarded on pavements after a delivery 

of large electrical goods or home improvement 
materials, pallets have been around for the past 
century. There are differing accounts of who 

first dreamed up the idea of pallets, but the 

first such US patent was granted In 1925 to one 
Howard T Hallowell for his Lift Truck Platform. 
Given the invention in the preceding two decades 
of various vehicles in the UK and US that closely 
resembled what we now know as the fork-lift truck, 
a Standardised pallet size and design made sense. 


re eee — oo" 
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With timber hard to come by, Rosie Hattersley 
suggests four great ways with reclaimed wood 


As you'll discover during any mission to rescue and 
recycle such handy pieces of woodwork, pallets come 
in many varieties. Depending on what you Intend 
to use them for, you should look out for a stringer 
pallet, which has two rows of slats, meaning a decent 
haul of wood to chop up and use, or block pallets, 
which are more structural, with widely spaced blocks 
underneath and slats only on the top. Use domestic 
pallets (which are unmarked) or ones labelled HT, DB, 
or EPAL, and avoid any marked MB, as these have 
been treated with methyl bromide — a poison. 

There is also plenty of variation in terms of 
how easy a pallet may be to disassemble: some 
pallet-making masters suggest workarounds so 
you don't need to remove the most stubbornly 
embedded nails, while others propose 
homemade tools specifically for this purpose: 
instructables.com/Pallet-Breaker. 
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No 


logger Kezzabeth wasn‘t content with Project Maker 
simply stacking and nailing together 
a couple of pallets as an outdoor seat. 
She deconstructed, and then assembled, 
14 pallets into a sturdy corner sofa that’s 
. . ideal for an outdoor gathering. Rather than take a 
ase chance on finding suitable discarded pallets, she 
bought a job lot of the same design for £1 each. Kerry 
set about removing the middle slats from her pallets, 
Sannin leaving a square box shape. The discarded wood from 
: these pallets, and the timber from four pallets she 
Tully disassembled, were set aside. Having treated 
the wood with decking preserver to weather-proot It, 
Kerry corralled her stacks of pallets into a rough corner 
sofa arrangement and nailed sets of three stacked 
pallets to each other. The sofa base was placed on 
thick weed-suppressant fabric. With a handy brick 
wall behind the sofa, it made sense to add a back-rest 
made from 100cm lengths of exterior-treated timber. 








Project Link 


Next, the lengths of wood that had been removed Above GV, 

; ; ; ; Kezzabeth’s garden chill- 
earlier were cut into even lengths, then nailed into ali Rone PeeS than 
place to form the seat and sides of the sofa. The £100 and is made from 

; ; ; 14 matching pallets she 
back-rest came into its own here as it helped secure bought for £1 each 


the planks in place. The whole thing was thoroughly 
sanded down, and leftover wood blocks used to 
create an armrest. Kerry suggests using sturdier wood 
blocks for the armrest, and adding extra nails to secure 
it since there's every chance people will lean heavily 
on it. Planks were added to the top edges to neaten 


<< | everything, and cushions added for comfort. 
C4 2 a 










5 i a 
“2 - or = e = - 
iy ag haat, 5 : . =: = 
= =F = oir. i : 
oe 4 ee, pe ‘ 
cee { i 4 \ | ba ws - 
improviser's T loo!DoOx: Pallets St a 
* A ay 3 —. = = i+, : 
f —y = 
. ~~ 3 ee; ie a a = = 
ar is ral sae aera es pie 
. i +. Ms ie 
FEATURE ee me oo 
git za i + 
= = a = = 4 
bi eS a” a a * = + 
m 2 - 
= = = 


Project Maker hotos of pallet gardens abound online, 


but the basics begin with a well- 
planned and well-constructed raised 
bed. The Gardening Channel provides 
an excellent YouTube walkthrough. 
James advises ignoring the nailed sections and 
salvaging the wooden slats in between. This saves 
on time and effort, and results in a fairly even set of 
wooden lengths to use for the verticals of the raised 
bed. You'll need roughly 54 planks for a 4x8 ft bed 
— the width of each pallet plank affects the amount 
required. Use a set-square to fine-tune the cut pieces 
to match. By using a drop saw set to O degrees, you 
can quickly work through the planks and apply the 
same setting. Use one of the remaining pallet frames 


Project Link 









Raised beds, ponds, 
and even hot tubs, all 
built from pallets, can 
transform a garden 








> = 


RAISED BEDS | 


as a brace to attach the planks to and to set the bed 

length. If some boards are wider, put these at the aS 
outer edges so that there’s a strong board to attach | 
to. Apply linseed oil to preserve the wood, give it 
ten minutes to sink In, then wipe off excess before 


brushing oil onto the next side. A special corner clip ae a 
holds two sections of the pallet-board raised bed comme 
sides In place at right angles while you screw them 2 

to a vertical block. James advises pre-drilling before — —® 


you attempt to attach screws. A top rail made from 
lengths of 2x4 is used to neaten and strengthen the 
structure. Homemade compost, a layer of rotten 
leaves, and one of mushroom compost are used for 
the basis of the bed, cutting down on the amount of 
bought-in compost needed to fill it ready for planting. 
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ood working expert JackmanWorks 
lovingly crafted his own guitar from 
a combination of specially selected 
pallet woods. A combination of 
maple, cherry, oak, poplar, mahogany, 
and pine pallet slats were first planed down using 
a thickness planer to ensure each slat was smooth 
and equal in depth. Jackman then cut each piece to 
a uniform two-inch width, and used a cross-cut sled 
to trim them to 23-inch lengths, before clamping and 
laminating the now barely recognisable pallet strips 
together. He used friend Tim’s CNC machine to cut 
out a basic guitar blank shape with countersunk screw 
holes and a cavity where the neck would be attached. 
The guitar body was laser-engraved and organic 
shapes crafted by hand using an angle grinder. 
Jackman then attached a premade guitar head unit to 
use as a guide for the fretboard and pickup placement. 
Holes were bored for the electronics, wires, and knobs, 


PALLET WOdD 








with slug tape hidden inside the guitar used to earth 
the electronics. The bridge was screwed into place 
and a strap attached. As “hipster millennials”, it was a 
“requirement” that Jackman and Tim used repurposed 
vinyl records to cover the electronics. Finally, the guitar 
was given a 220 grit sanding and finished with five 
coats of tung oil. 


= PALLET TIKI BAR 
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Project Maker 


Project Link 


here are plenty of fairly straightforward 
outdoor bar designs that reclaim pallet 
wood; Jodi House's tiki bar has a little 
more panache, not least because It nestles 
among some tropical foliage. Jodi and her 
husband began by sketching out the bar’s footprint, 
deciding two 4ft pallet widths would suffice to seat 
four at bar stools. Six 4x8ft posts, anchored with 
ground master post holders, give the bar structural 
integrity. Corner brackets and tie plates secure the 
pallets in place. A piece of 2x8 laid along the top of 
the weather-proofed pallets evens out the pallet- 
based front wall. In an ideal world, Jodi hoped to use 
an old surfboard for the bar top, but they couldn't 
find one they liked during the build. The roof is made 
from picket fences and the whole thing shaded by an 
existing palm tree. Once the bar was assembled, it 


was time to complete the beachside look with coats of 


<_E ass, 
ek eee Tropical Lagoon colour paint. 
a ocak me — " - 
ee 





A selection of six 
different pallet woods 
were used as the 
basis of this expertly 
crafted guitar 


Project Maker 


Project Link 
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In the workshop: PicoPicoSynth 

















Above ® 

We’re working on 

a DIY audio board 

to accompany this 
software. Hopefully, 
we'll be able to show 
it off in a future issue 
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Whar 


aspberry Pi 
Pico combines 
processing 
power with 
the ability to 
shuffle data in 
and out quickly. [his makes it a 
good fit for a lot of different 
things, but the one we'll be 
looking at today is sound synthesis. 

There are a huge number of ways you can make 
sound on a programmable electronic device, but 
there's always space for one more way, isn't there? 
We set about trying to create a framework for 
building audio devices using Raspberry Pi Pico that 
we've called PicoPicoSynth, because it’s a small 
synth for Pico. 

The program is powered by a sequencer. This is a 
structure that contains (among other things) a 
sequence of notes that it plays on a loop. Actually, it 
contains several sequences of notes — one for each 
type of noise you want it to play. Each sequence is a 
series of numbers. A -1 tells the sequencer not to 
play that note; a @ or higher means play the note. For 
every point in time (by default, 24,000 times a 
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second), the sequencer calls a function for each 
type of noise with the note to play and the time 
since the note first sounded. From these inputs, the 
callback function can create the position of the 
sound wave at this point, and pass this back to the 
sequencer. All the sounds are then mixed and 
passed on to the Pico audio system, which 

plays them. 

This setup lets us focus on the interesting bit (OK, 
the bit this author happens to find interesting — other 
people may disagree) of making music. That Is 
playing with how manipulating waveforms affects 
the sound. 

You can find the whole PicoPicoSynth project at 
hsmag.cc/GitHubPPSynth. While this project is 
ongoing, we've frozen the version used tn this 






















article in release 0.1, which you can download 
trom hsmag.cc/PPSythV1. Let's take a look at 


the example_synth file, which shows off some of The Pico audio system can output sound as |2S, SPDIF, or even plain old PWM. With this latter 
the features. style, you don’t need any hardware other than a way of attaching your headphones (or 

You can create the sound values for PicoPicoSynth line-audio-out jack) to the GPIO pins. At the time of writing, however, PicoPicoSynth only 
however you like, but we set it up with wavetables supported 12S because that's the hardware that this author's working with. 


There are some examples of using the other code at hsmag.cc/PicoPlayAudio. If you want 
to get one of them working with PicoPicoSynth, it should just be a case of ensuring the 
includes are sorted out and creating an equivalent of init_audio_i2s (this is largely copied from 


in mind. This means that you pre-calculate values 
for the sound waves. Doing this means you can do 


the computationally heavy work at the start, and the sine wave example in pico-playground anyway). 
not have to do it while running (when you have to Pull requests are open, so if you do expand the library, let us know so we can share your 
keep data flowing fast enough that you can keep enhancements with other users. 


generating sound). 
The wavetables for our example are loaded with: 


low_sine_®@ = get_sinewave_table(50, 






24000); 
low_sine_1 = get_sinewave_table(100, int16_t low_sine(int posn, int note) { 
24000); if (note == 0 ) { 
bongo_table = create_wavetable(9054); return bitcrush(envelope(low_ 
for (int i = 0; i < BONGOSAMPLES; i++) { sine_0, 1, posn, posn, 5000, 10000, 15000, 
bongo_table->samples[i] = 40000) ,32768,8); 
bongoSamples[i] * 256; } 
} if (note == 1 ) { 


return bitcrush(envelope(low_ 
sine_1, 1, posn, posn, 5000, 10000, 15000, 


The first two create sine waves of different 
frequencies. Since sine waves are useful, we've 


created a helper function to automatically generate patel re TC 
the wavetable for a given frequency. 2 
The third wavetable is loaded with some one 
data that’s included in a header file. We ; poe n Below 
; ; 7 ae b (olUmer-lamele-lomaal-) 
created it by loading a bongo WAV file into , s RSE edraitinsrihie 


hsmag.cc/WavetableEd, which converts the WAV 
file into a C header file. We just have to scale It up 
from 8 bits to 16 by multiplying it by 256. We don't 
have a helper function to do the job here, so we 
have to load in the samples ourselves. 

That's the data — the other thing we need are the 
callback functions that return the values we want to 
play. These take two parameters: the first is the 
number of samples since the note was started, and 
the second is the note that’s played. = i 
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int16_t bongos(int posn, int note) { 


if (note == @ ) { 
return no_envelope(bongo_table, 
1, posn); 
i 
if (note == 1 ) { ja = Assets 2 
return no_envelope(bongo_table, i 











@.5, posn); 2 
3 


else { 
return Q; 
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In the workshop: PicoPicoSynth 





The note is O or higher — it corresponds to the 
number in the sequence, and you can use this 
however you like in your program. As you can see, 
both of our functions play sounds on notes 0 and 1. 

The library includes a few functions to help 
you work with wavetables, the main two being 
no_envelope and envelope. [he no_envelope function 
also takes a multiplier — it’s 1 in the first instance and 
0.5 in the second. This lets us speed up or slow down 
a sample, depending on what we want to play. 

An envelope may be familiar to you if you've worked 
with synths before, and it’s used to convert a 
constant tone into something that sounds a bit like an 
instrument being played. You supply four values — the 
attack, decay, sustain, and release times. During the 
attack phase, the volume ramps up. During the decay 
phase, It partially drops to a level that it holds during 
the sustain phase, and finally it drops to O during the 
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release phase. This gives a much more natural sound 
than simply starting or stopping the sample. 

The envelope function also has a multiplier, so we 
could use the same wavetable for both, but It’s more 
accurate to generate a specific wavetable for each 
note if you've got the space to store it. 

There are also a few sound effects in the synth 
library that you can apply — BitCrunch, for example. 
This compresses the sample bit depth down to give 
the sine wave a distorted sound. 

These callbacks don’t have to be sound. You could 
equally use them to co-ordinate a lighting effect, 
control physical hardware, or do almost anything else. 

Now we've got the sounds set up, It’s time to link 
them all together. This is done with the code below. 


int bongo_sequence[] = {1, 1, -1, -1, -1, 
Oe =l.=1): 

int low_sine_sequence[] = {-1, -1, 1, -1, 
Gd (Oe ial em Jima | 3 


struct sequencer main_sequencer; 
init_sequencer (&main_sequencer, BEATNUM, 
BEATFREQ); 


//add up to 32 different sequences here 

add_sequence(&main_sequencer, 0, bongo_ 
sequence, bongos, 0.5); 

add_sequence(&main_sequencer, 1, low_ 


sine_sequence, low_sine, Q.5); 


Sequences are stored as int arrays that have to be 
the same length as the sequencer (stored in the 
BEATNUM macro). This can be any integer up to 32. 

The numbers in here can be anything you like, as 
they're just passed back to the callback functions 
defined above. The sole limitation being that only 
numbers O or greater are played. We also pass the 
BEATFREQ value which contains the number of samples 
per beat. 

The final step in setting up the sound Is to add up 
to 32 different sequences to your sequencer. 
















































































































With everything set up, you can set the music 
playing with: 


while (true) { 


//do any processing you want here 
give_audio_buffer(ap, fill_next_ 
buffer(&main_sequencer, ap, SAMPLES_PER_BUFFER)); 

3 


Each time this loops, it calculates the next 256 (as 
stored in the SAMPLES_PER_BUFFER macro) and passes 
them to the audio system. You can do any other 
processing you like in the loop, provided it can run 
fast enough to not interrupt the sound playing. 

That's all there is to it. Set this code running ona 
Pico that’s plugged into a Pimoroni Audio Pack (you 
should be able to make It work with other audio 
systems — see the ‘Audio output’ box, overleaf) and 
you'll hear some strange bumps and wobbles. 

Of course, It’s unlikely that you'll want to listen to 
exactly this strange combination of distorted sine 
waves and low bitrate bongos. You can take this base 
and build your own code on top of it. The callback 
functions can do anything you like, provided they run 
quickly enough and return a 16-bit integer. How you 
use this is up to you. O 





——s 


At the time of writing, the Pico audio system isn't 
part of the main SDK, but it’s in a repository called 
Pico Extras (hsmag.cc/PicoExtras). This is a sort of 
staging repository, where bits of the SDK that 
arent quite stable enough to make it into the main 
SDK live. In here, you'll also find scanline video 
(which is for outputting to DPI and DBI screens), 
SD card control, the sleep API, support for 
networking via LWIP, including a web server library 
and more. 

While this isn't completely finalised, the audio 
section Is quite stable, so it shouldn't change 
much. If there’s an odd tweak here or there, we'll 
try to update PicoPicoSynth to keep up with this. 
We recommend taking a look at this repository, as 
there's quite a bit of useful stuff in there. 
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CircuitPython 
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Combine the libraries of CircuitPython 
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being taken over by 3D 
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solve this by printing an 
extension, once he gets 
enough printers. 
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MicroPython (Raspberry Pi Pica) 





aspberry Pi Pico has support 
for two different versions of 
Python: MicroPython, which is 
supported by Raspberry Pi, and 
CircuitPython, which is created 
by Adafruit. MicroPython unlocks a 
few more features of the underlying hardware, but 
CircuitPython has more libraries to support common 
maker hardware. Which should you use? How about 
MicroPython with a CircuitPython compatibility layer? 
The CircuitPython compatibility layer — known 
as Blinka — has been around for a while and is best 
known for providing access to CircuitPython libraries 
for machines that run full-blown Python, such as 
Raspberry Pi computers. However, it originally started 
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as a MicroPython compatibility layer, and it can still 
be used for this. 

Let's take a look at how to get started with 
Blinka using Pico. We'll be using Thonny, so make 
sure you have an up-to-date version of this installed 
on your computer. 

To start with, you'll need a Pico flashed with the 
latest version of the MicroPython firmware. First, 
unplug your Pico if it’s already plugged in, then press 
the BOOTSEL button and hold it down while you plug 
Pico back into your computer. Once It’s plugged in, you 
can release the button. 

Open Thonny and go to Run > Select Interpreter. 
Select ‘MicroPython (Raspberry Pi Pico)’ in the drop- 
down and click ‘Install or update firmware’ in the 


bottom right-hand corner. Your device's information 
should appear at the bottom of the pop-up window. If it 
doesn't, unplug it and plug It back in (with the BOOTSEL 
button held down), or try using a different USB cable. 

You can now close the pop-up and click OK in the 
Select Interpreter window to go back to Thonny. The 
Shell pane at the bottom of the window should now 
connect to the MicroPython interpreter running on 
Pico, and you should see ‘>>>’. 

That's the MicroPython part sorted — now let's 
look at getting CircuitPython libraries up and running. 
There are two things we need: Blinka and Adafruit- 
PlatformDetect. You can download both of these from 
their GitHub repositories: hsmag.cc/AdafruitBlinka 
and hsmag.cc/PlatformDetect, respectively. You'll 
need to upload both of these. 

In Thonny, go to the View menu and make sure Files 
is selected. This will open a Files pane on the left-hand 
side with two boxes: one for your computer and the 
other one for Pico. The Pico box will probably be 
empty, so you can right-click in there and select New 
Directory and call it lib. Then click on the newly created 
lib directory to enter it. 

In the computer box, navigate to where you 
just unzipped the two zip files. You should have 
a folder called something like Adafruit_Python_ 
PlatformDetect-3.13.3. Inside that, there should be 
a folder called adafruit_platformdetect. It's this inner 
folder you need to upload, so right-click on it and 
select ‘Upload to /lib’. If this option is missing from 
the Context menu, make sure that you entered the lib 
folder in the Pico box. 

The Blinka module contains a lot of bits that aren't 
needed for Pico, so it’s best to remove these before 
uploading. In the sre subfolder, go into adafruit_blinka 


THE EASY OPTION 





We've taken a look at how to set everything up ona 
blank copy of MicroPython. Of course, you don't have 
to start with a blank copy of MicroPython. The good 
folks at Pimoroni have created a UF2 file that you can 
drag and drop straight onto your Pico that includes 
Blinka and Adafruit-PlatformDetect (as well as some 
other bits and pieces). 

This gives you the advantage of skipping the setup 
stage of this tutorial; however, it does have a couple 
of disadvantages. It’s significantly larger than the plain 
version, so you'll have less free space on your Pico. 
Also, it has a few differences from plain MicroPython, 
including a slightly tweaked I2C interface. For simple 
projects, though, neither of these should present 
significant problems. 
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__init__.py. Once this is done, upload everything from 
the sre to the lib folder. 

You can check that everything's worked by running 
the following code: 


documentation 


import board 
import digitalio 
import time 


led = digitalio.DigitalInOut(board.LED) 
led.direction = digitalio.Direction.OUTPUT 


while True: 
led. value = True 
time. sleep(1) 
led.value = False 
time. sleep(1) 


If you're familiar with CircuitPython and MicroPython, 
you'll see that the above is CircuitPython. The three 
modules it imports are all CircuitPython (though time 
is often aliased from utime on MicroPython). This 
particular program is just a test — you could equally well 
write it in MicroPython. However, the point is that you 
now have access to CircuitPython libraries. Not all will 
work, but those that use 12S and SPI should, which 
means you can use the huge range of sensors and 
actuators that communicate over these buses. 

You can download the libraries for CircuitPython 
trom hsmag.ce/LibBundles. You'll need the adafruit- 
circuitpython-bundle-py version, as IMPY files for 
CircuitPython won't work with MicroPython. 

Unzip this download and you can copy whatever 
libraries you need over to the lib folder on Pico. Once 
there, you can import them and use them as with any 
other module. O 
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Advanced approaches 
with the CNC 3018 Pro 


In this third part of the series, we look at some more advanced uses of the CNC 3018 
Pro, 3D toolpaths, engraving, the laser module, and cutting aluminium 
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Figure 1 

Kiri:Moto is an 
excellent piece of 
open-source software 
capable of creating 
G-code files for the 
CNC 3018 Pro and 
much, much more 
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aving performed some cuts in 

a variety of materials in the last 

article, we wanted to look at slightly 

more advanced CNC work this 
month using our CNC 3018 Pro. 

In this article, we will try our hand at 
true 3D CNC milling — creating a shape that’s carved 
from a solid piece of material, rather than cut out 
of a flat sheet. We are also going to play with the 
laser module and share some ideas about engraving 
into materials. And we'll also ask the question that 
everyone asks about the CNC 3018 and other small 
CNCs — will it cut aluminium? 

Last month we used KrabzCAM for our 2D milling 
experiments, cutting from flat sheets. To explore 3D 
milling, we are going to use another open-source 
package called Kiri: Moto (Figure 1). Kiri: Moto is an 
amazing set of web-based tools that can be used 
for all manner of CAM work. It’s not limited to CNC 
toolpaths as it’s a capable slicer for 3D printing and 
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more. Kiri: Moto runs in the browser, but your projects 
and files are held locally and not uploaded to the cloud. 
Rather brilliantly, Kiri: Moto includes lots of machine 
protiles, including one for the CNC 3018 Pro, which 
means that a lot of the setup work is done for us. 
First, open up Kiri:Moto by heading to grid.space/ 
kiri/. Kiri: Moto launches in FDM mode, which you 
can use if you want to slice objects for 3D printing. 
You'll see the letters FDM in the upper left-hand 
corner; click on that and in the pop-up dialog, change 
this to CNC to enable the CAM section. Before you 
close that box, scroll down the standard devices list, 
then select the profile called ‘Genmitsu 3018’. We 
don't need to make any further changes to this page, 
but you'll notice now that the machine dimensions 
and some start and stop messages and other bits and 
pieces are set up correctly for our machine (Figure 2). 
We are going to cut an example project that we will 
load into Kiri: Moto from an STL file. We've drawn this 
object in FreeCAD, and It includes numerous curved 
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parts — while It isn’t anything in particular, it serves as a 
great test object. To cut this object from some material, 
we will perform some different types of procedures 

— this is similar to last month where we performed 
both profile- and pocket-type cuts. The two procedures 
we will perform will be a ‘roughing’ cut, followed by 

a ‘contour’ cut. The roughing cut will remove material 
from the stock to clear the area for the contour cut to 
bring the object to the final shape. We'll use a 4mm 
end mill for the roughing cut, and a 3mm ball end mill 
for the finishing contour cut (Figure 3). 

By default Kiri: Moto contains a few cutting tools, 
but we will create our own tool profiles for this job. 
Clicking ‘Setup’ on the left-hand side of the screen, 
we can then select ‘Tools’, followed by the ‘+’ button 
to add a new tool. First, we added a 3mm ball end 
mill cutter, selecting Ball from the cutter type drop- 
down and inputting the dimensions of our tool. We 
then repeated this for our 4mm end mill tool. 

When you open Kirl:Moto for the first time, a 
default cubed item is placed on the stage; we 
left-clicked on this item and pressed the DELETE 
key to remove it. Replacing it with our project STL, 
we clicked the ‘Tiles’ icon on the left-hand side and 
then ‘import’. 

Having imported the item, we noted that the stock 
defaults to the size of the item. For our project, and 
for others, It’s useful to be able to adjust this. On the 
right-hand side of the screen, clicking the ‘stock’ tab, 
we can see some dialogs relating to stock sizes and 
behaviour. The ‘width’, ‘depth’, and ‘height’ input 
boxes can be used to add extra amounts of stock to 
the default cuboid of stock material Kiri: Moto places 
around your imported object. For example, we added 
5mm to both the width and the depth of the stock, 
and we Increased the height by 2.5mm as our object 
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is 10mm high, but our stock MDF is 12.5mm thick 
(Figure 4 overleaf). When we added the extra height, 
our project file was raised so that the surface of the 
object was at the top of the stock. Sometimes this 
might be preferred, but in this case we want to place 
the object at the bottom of the stock to cut the 
workpiece out fully. To rectify this, we clicked the 
‘Limits’ tab, and then in the ‘Z Anchor’ drop-down 
menu we set it to ‘bottom’. Before we create 
toolpaths, we want to add some tabs to our object so 
that the work is not flung out of the machine when 
completed. Clicking ‘tabs’ on the right-hand toolbar, 
we set the width to 5mm and the depth and height to 
3mm. Then in the tabs dialog, click the ‘+’ sign in the 
lower left-hand corner. Clicking the ‘+’ sign sets you 
into tab editing mode, and you can hover over the 
lower parts of your object and see a tab appear in 
preview — move the tab to the position you require 
and left-click to place it. You can repeat this to add > 
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Figure 2 
Kiri:Moto supports 
the CNC 3018 Pro 
with a decent preset 
for the machine 


Figure 3 ® 

Ball end cutters 
are very useful 
when cutting 3D 
shapes on a CNC 
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as many tabs as you like. We added two tabs on — 
opposite sides of the object and then hit the ESC key 
to drop out of tab editing mode. 


SOMETHING FROM ROUGHING 
To create our roughing operation, we clicked the 
= ‘+’ sign at the bottom of the screen and selected 

‘roughing’. We selected the 4mm end mill we added 

earlier from the tool drop-down menu. We left the 

spindle speed-rate at 1000 and set both the stepdown 

and the stepover to 0.5, but note that those mean 

different values as the ‘stepdown’ is calculated in 

the workspace units, mm, whereas the ‘stepover’ 

is calculated as a fraction of the tool diameter. So 

a stepover of 0.5 ona 4mm tool means that each 
Speen ee Staph clearing path will overlap by 2mm. We were quite 
imported to the conservative with our feed rate of 400 mm/min, 








Kiri:Moto stage ; a Figure 6 
and again we set the plunge rate low to minimise The contour path set up to finish our roughed 
Figure 5 ® Z axis deflection and went for 200 mm/min. In the GML Werkplece te'size.and/sliape 
Tabs have been ; ; ; 
added to secure the leave stock’ option, we added a small offset of 
neigh iuiececbloni 0.1mm. This means that our roughing cut will — even cut the project geometry to actual finished size — 
has been created on the surfaces where this square end mill could leave 0.1mm of stock which we will remove in our 
contouring operation. Finally, we checked the clear 
CNC Kiri:Moto Pa) . : 
@ voids, clear faces, and clear top checkboxes, leaving 
— press [F11} to exit Full screen | a — =. F : j : ; ‘ 
the ‘Inside only’ checkbox unticked. With everything 
==, - j j 
oe a set up, click the ‘Start’ icon on the left-hand toolbar 
a a and then select ‘Preview’; Kiri: Moto will create the 
pe Tabs toolpath and display it (Figure 5). Once you are happy 
@ sick = With your toolpath, you can click ‘Start’ and then 
= eg tim’s Export’ to download a G-code file for this operation. 
on ao We deleted the roughing operation (click the 'X’' 
Ci ~) ver in the operation tab) and then set about creating 
ete our finishing contour toolpath. Click the ‘+’ icon to 
add an operation and pick contour. In the dialog, 
Eom we selected the 3mm ball end mill tool we had set 


nee EZ movie E siing Gi bounch Animate up and left the axis set to 'X’. In this project, as the 
object is symmetrical, there is no difference in terms 
of running the contours in the X axis or the Y axis; 
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for other projects, however, you can experiment with 
this. We left the spindle speed at 1000 and set the 
stepover to 0.15, with the stepover being again a 
fraction of the tool diameter. 

A 0.15 stepover with a 3mm diameter tool puts the 
contour toolpaths on 0.45mm spacings and should 
give a reasonably detailed surface finish. We set the 
teed rate to 400 mm/min and set the max angle to 
90 as the CNC 3018 Pro can't tilt the spindle. Leaving 
the tolerance at the default 0, we then previewed 
and, in turn, exported the G-code for this operation 
(Figure 6). 

We set up the machine with the 12.5 mm MDF 
clamped on top of some waste board and inserted 
a4mm collet and the 4mm end mill. We jogged the 
spindle to a suitable position, zeroed the Z axis, and 
then sent the roughing operation. 

At the end of the operation, we need to move the 
spindle back to the zero position so that we precisely 
run the next job from the same origin point. Unlike 
other G-code-sending applications, there Isn't a button 
for this by default in Candle. However, we can easily 
set up the ‘Safe position’ button to return us to our 
zero point. Go to settings, and in the dialog box under 
the heading ‘Control’, you'll find an input box for ‘sate 
position commands’. Into this box, type ‘GO XO YO 
ZO and then click OK. Now, whenever you press the 
sate position button (it looks like a running person 
icon), the tool will return to the zero position. You do 
need to consider that the tool head is going to go In 
a Straight line between its current position and the 
zero point. If, for some reason, you have an obstacle 
or your tool tip is still inside the workpiece, then you 
need to jog it to a safer position before doing this! 

Once back in the zero position, we raised the 
spindle using the jog buttons, replaced the tool with 
the 3mm ball end mill and then re-zeroed it down 
onto the work. Once ready, we ran the contour 
operation. It's really pleasing to see your 3D part 
emerge from the roughed out blank (Figure 7). 


LASER FOCUS 

We also wanted to test the laser module and try 
laser engraving using the supplied software. We 
loosened the spindle mount and then removed the 
spindle and unclipped the spindle cable from the 
control board before swapping the laser module. 
We loosely cable-tied the laser driver module to 
the X axis frame. Unlike the Candle software, the 
LaserGRBL software requires installation; however, 
a simple double-click to install and we were up and 
running. LaserGRBL is not only a controller, but 

it also acts as an Image converter, importing and 


converting a range of image file formats ready to be 
laser engraved. 

Using powerful lasers has a number of risks. 
There's the obvious risk to eyesight. Your laser module 
should have come with safety glasses and these 
should be for the same wavelength as your laser (not 
all laser safety glasses are suitable for all lasers). All 
people in the vicinity should be aware of the risks here 
and wear appropriate safety equipment. The laser will 
burn away the material it's etching, and this will put 
out a lot of smoke and fumes which are not healthy to 
inhale — make sure you properly understand the risk 
here and take appropriate mitigating steps. There's 
also the risk of setting your work piece on fire. Never 
leave a laser running unattended, and be prepared 
with the right equipment to put out a small fire. 

We will need to focus the laser — our laser has a 
manual focus ring that adjusts the lens. It’s also useful 
to be able to move the Z axis to get the laser module 
in a position that it’s easy to focus, which may differ 
with material thickness. However, in LaserGRBL, the 
default settings have no jog controls for the Z axis. To 
enable the Z axis control, go to GRBL > Settings, > 
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QUICK TIP 


The laser module is 
dangerous. Ensure 


that you only ever 
view the laser 
whilst wearing 
laser glasses, and 
make sure no one, 


including pets, can 


enter the work are 
during operation. 


Figure 7 > 

Our workpiece is 
completed with the 
contour operation 
and still held in the 
stock by the small 
cut-away tabs 


Figure 8 © 
Attaching the laser 


a 


module and manually 


focusing the beam 
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Figure 9 > 

A collection of 
small tests using 
the laser module 


Figure 11 

Using Inkscape’s 
Hershey Text 
extension to create 
single-line text 
suitable for engraving 


Figure 10 ® 

The options and 
settings for 
importing images 
are pretty intuitive 
and straightforward 
in LaserGRBL 


select the ‘Jog Control’ tab and tick the box marked 
‘Show Z up/down control’ — you should now see a Z 
axis position control appear. 

We wanted to test engrave into a piece of 
3.125mm birch plywood, so we jogged the Z axis 
close to the lower limit. In LaserGRBL, click to connect 
to the machine and place the workpiece on the bed. 
There's no cutting force when laser engraving, so 
it doesn't need to be 
particularly clamped to ar 
the workbench, but it’s a 
good idea to use a little 
tape to stop It moving 
with machine vibrations. 

To focus the laser, put 
on the safety glasses and 
type ‘M3 S40’ into the 
command line and click ‘Enter’. This turns on the laser 
with a power of ‘40’ in a range of 0 to 255, which 
means It’s not powerful enough to burn your fingers 
or the material (Figure 8). If the laser doesn't light, it 
is probably that the button on the laser module driver 
board needs pressing to activate the unit. Once the 
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Once the laser is on, adjust 
the focus ring to create a 
small spot with the laser 

on the material 
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laser is on, adjust the focus ring to create a small spot 
with the laser on the material. Once ready, you can 
send an M3 SO command to turn the module off. 

To test the laser, we imported several image files, 
including SVG and PNG images — LaserGRBL Is 
friendly in that it prompts you through converting the 
image. For an SVG with some single line vectors, 
like the dog outline in Figure 9, it’s simply a case of 
setting the power and 
the ‘boundary’ speed 
(Figure 10). We 
experimented with 
various settings and, for 
our machine, settled on 
tT | around 600 mm/min at 
: Tull power. 

It's fair to say that the 
laser works, but we wouldn't recommend this as the 
primary reason for you to buy the CNC 3018 Pro — 
with no air assist and no means of venting or cleaning 
the smoke built-in, you don't get the best-quality 
laser images. 

Often the CNC 3018 Pro is bought with machine 
engraving in mind — our kit came supplied with some 
20-degree engraving cutters. We were keen to try out 
some simple engraving to see how well the machine 
performed. As a first test, we decided to engrave 
some small and simple text into some fibreglass 
sheeting. Often when engraving text, It’s useful 
to use ‘Hershey’ text. Hershey fonts use a single 
stroke to create each letter or symbol. Inkscape has 
an excellent Hershey Text extension. In Inkscape, 
input some text in any font and then click ‘Extensions 
> Text > Hershey Text’. In the resulting dialog, we 
selected ‘Hershey script 1-stroke’ and then clicked 
Apply to get our word ‘Ahoy!’ converted (Figure 11). 

Saving that file as an SVG meant we could open 
it in KrabzCAM — which we covered in last month's 
article — and create a G-code file to cut. You can 
see the settings we used for feed and speeds in 


Figure 12. VVe set the spindle speed to full at 1000 
by manually editing the G-code file, as we've done 
with previous KrabzCAM files. 

The fine-pointed engraving cutters are very sharp, 
so do handle with care. The tips of these cutters are 
also very delicate and easy to break, they can be 
difficult to zero or touch on, and we've even broken 
the tip when using a feeler gauge to zero the tool! 
Next month, we will look at a hardware solution to 
make touching on much easier, but for this month we 
have a hacky cheat to set up these tools! Insert the 
tool into the collet holder, but only hand-tighten the 
collet enough at first to allow the tool to move inside 
it. Move the spindle into a start position and gently 
move the tool down the last few millimetres until you 
feel it touch the surface of the work, then tighten up 
the collet securely. This isn't the best approach, but 
it makes sure that the tip is zeroed and doesn't risk 
breaking. Once zeroed, we sent the job, ensuring 
we had adequate vacuum clearing the fine fibreglass 
chips — we also wore our PPE face mask. 

With a depth of cut of 0.15mm, we got a quite 
pleasing engrave — to show it off a little, we carefully 
used a fine-tipped permanent ink pen to backfill the 
engraved section (Figure 13). In a future part of this 
series we will look at engraving further, exploring 
some software enabling PCB milling. 

To conclude this month’s article, it’s fair to say we 
have found the CNC 3018 Pro a little machine that, 
out of the box, manages to punch above its weight, 
is capable of creating accurate parts, and is excellent 
to learn on. Next month, we are planning to do some 
small modifications and upgrades to this machine to 
make it even more useful. O 


Figure 12 ® 
Setting up the engraving operation in KrabzCAM 
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Figure 13 > 

Our completed small 
engraving backfilled 

with some black ink 


CUT ALUMINIUM 






One thing that always seems to be asked of any CNC machine is if it will cut/machine 
aluminium. We were keen to give it a go, but we were not particularly hopeful because 
even our other much more rigid small CNC router is a bit underpowered for aluminium 
work. For our test, we decided to try a small pill-shaped pocket cut into some scrap 7075 
aluminium plate. On less rigid machines, the first thing is to totally reduce your depth of 
cut, and with the CNC 3018 Pro having some flex in the Z axis, we decided to try 0.1mm per 
pass. Using a two-flute 3mm carbide end mill, we set the stepover to be 25% of the tool 
diameter, which is 0.75mm. This means that for the first cut of any pocket layer, the tool 
removes 3mm width at 0.1mm depth and then continues to cut the inner paths at 0.75mm 
width and 0.1mm depth. The second thing to consider is to really slow down the feed rate; 
we went with 150 mm/min and a 100mm/min plunge rate. We set up the path in KrabzCAM 
and then edited the G-code, setting the spindle speed to 1000. 

When machining aluminium, the aluminium chips can stick to the tool, so using a 
lubricant will help make the cut successful. We use a proper cutting and taping fluid, but a 
squirt of WD-40 would do just as well. Running the job, the machine didn't seem stressed, 
so we probably could raise the feeds and cut depths a little. It did cut a reasonable pocket, 
not the highest quality of surface finish, but certainly accurate. It would have been better 
to cut the pocket a tiny amount undersize and then do an extra finishing cut to clean up the 
outer edges, but it did do the job, eventually! 
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Build an arcade machine: Command and control 


Build an arcade machine: 
Command and control 





ith our arcade cabinet built, it’s 
W finally time to get emulating with 
Raspberry Pi. We’re using the 
K.G, Recalbox emulation distro for this project, 
Orphanides which has excellent GPIO arcade controller 
support, a slick front end, and a handy web 
interface to help you configure and manage it. 
The RetroPie distro is a popular choice 
for arcade machines, and adds Steam Link 
Support, but requires manual installation and 
pull-up switch reconfiguration to get GPIO 
arcade controls working. 





K.G. is a writer, 
maker of 

odd games, 

and software 
preservation 
enthusiast. Their 
family fully 
supports the idea of 
an arcade machine 
in the living room. 


@KGOrphanides 
Wire up your controls 
Last month, when we added buttons 
to our cabinet, we recommended attaching 








V_ Recalbox's main menu takes a 
couple of button presses to get 
to but has a comprehensive set 

of configuration options 


MAIN MENU 
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We've assembled our cabinet. Now It's time to put 
Raspberry Pi to work with the Recalbox arcade OS 


the spade-to-DuPont cables that will connect to 
Raspberry Pi’s GPIO before inserting the buttons. 
If you didn’t, it’s time to open the back of your cab, 
erab a torch, and get in there to fit them. 

Connect a spade-to-DuPont cable to each button 
and connect a shared ground cable to each of the 
left and right button banks. Where you have longer 
stretches of buttons — for example between the 
central hot button connected to player one’s rig and 
the player one start button — it’s a good idea to skip 
a connector on the ground chain to give yourself 
some extra cable to play with. 

Plug the 5-pin cable into the joystick. Looking 
at our Sanwa stick from below, the bottom-most 
pin, which connects to the black cable strand on 
standard-coloured 5-pin wiring harness, is ground. 


Connect to GPIO 


This is the fiddly bit. We suggest using a case 
for Raspberry Pi that fully exposes the GPIO pins. 

The GPIO wiring diagram shows which buttons, 
directional controls, and ground connections should 
be attached to each pin. While buttons and controls 
can be reconfigured in software, ground cannot. Our 
setup uses a total of 25 GPIO inputs, plus four ground 
connections. Input 25 is for a dedicated hotkey button. 





Install and power up 

Open Raspberry Pi Imager, connect 

your microSD card writer, and Choose OS > 
Emulation and game OS > Recalbox and the 
version of Recalbox that matches your Raspberry 
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Pi. Click Write and wait for the image file to be 
written to the microSD card. When Imager has 
finished, remove the microSD card and insert 
it into the Raspberry Pi in your arcade build. 
Connect the cabinet’s monitor and speakers 
to Raspberry Pi. Plug in a keyboard on a long 
cable. Plug in Raspberry Pi’s power and it will 
boot to Recalbox’s EmulationStation interface, 
which you can immediately navigate using the 
keyboard. However, we still have to enable our 
GPIO arcade controls, wireless networking, and 
other configuration options. 


Connecting Recalbox 
Recalbox has SSH and Samba enabled by 


default, as well as a web interface available via your 
browser on recalbox.local. Recalbox should appear 
on your network as RECALBOX (File Sharing). 


™ Recalbox has SSH and 
Samba enabled by default, 
gs well gs gd web interface @ 
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A wired Ethernet connection will give 
you immediate access to these. If you don’t 
have one, press ENTER to open the menu, 
scroll to Main Menu, and select it with A on 
the keyboard, then select Network Settings, 
enable WiFi, select your SSID, and then select 
‘Wifi Key’ to enter your password. Recalbox 
only has a root user. The default username is 
root and the password is recalboxroot. 


Configure Recalbox 

You can access Recalbox’s config file - 
recalbox.conf - by connecting via SSH, by 
browsing to the system directory in the 
Recalbox (File Sharing) Samba share, by 
pressing F4 and then ALT+F2 at the cabinet 
to exit to the console, or by going to 
http://recalbox.local/ and selecting the 
recalbox.conf tab in the left-hand menu pane. 

Under ‘A - System options, Arcade 

metasystem’, remove the semicolon that 
comments out emulationstation. arcade=1. This 
will make the arcade category the first entry in 
Recalbox’s EmulationStation interface. > 
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You'll Need 


> Spade to 
DuPont cables 


> Spade to 
DuPont shared 
ground cables 


>» Joystick to 
DuPont cables 


» At least one 
Neo Geo Classics 
Collection game 


magpi.cc/ironclad 





This tutorial 
is from in The 
MagPi, the official 
Raspberry Pi 
magazine. Each 


> 4 
FORGE 





issue includes a 
huge variety of 
projects, tutorials, 
tips and tricks to 
help you get the 
most out of your 
Raspberry Pi. 
Find out more at 
magpi.cc 
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A Aweb interface at 
http://recalbox.local 
gives you control 
over almost every 
aspect of your arcade 
machine's setup 


TopTip @ 


USB controls 


To convert your 
controls to USB, 
use a Xinmotek 
board (magpi.cc/ 
xinmotec) instead 
of connecting 

to GPIO. 





> Viewed from below, 
a standard Sanwa 
joystick's 5-pin 
connector goes to up, 
down, left, right, and 
ground. The diagram 
shows standard 
colour coding 
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Controllers 


Under D2 - GPIO controllers, set 
controllers.gpio.enabled=1. Save your changes 
and, at the arcade cabinet, open the menu, go to 
Quit > Fast restart Recalbox. 


Optional: Take control 

Recalbox will now automatically detect 
GPIO controllers and, if all your buttons are wired 
as it expects, will already have the correct button 
configurations. Use the bottom-left button (B) to 
select options and the bottom-centre button (A) 
to go back. Left and right navigate between 
systems; up and down navigate between games or 
options within a menu. Press Start to open the 
configuration menu. 

If your buttons aren’t connected in that order, 
or if you prefer an alternative layout, open the 
menu and go to main menu > controllers settings 
> configure a controller. Press down to skip an 
entry that you don’t have buttons for. If you don’t 
have a hotkey button for one or more players, set 
it to Select. 
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07 Sounds good 

If you have no sound, open the menu, select 
sound settings, and check the output device. We 
had to switch to ‘headphones — analog’ output 
to use our cabinet’s speakers, connected to the 
3.5mm output on Raspberry Pi. 

Recalbox plays background music all the time 
by default. This is charming, but a bit much fora 
cabinet that lives in the sitting room. Switch the 
Audio Mode to ‘Video sound only’ - to only hear 
the splash screens on boot - or ‘No sound’. 

If you prefer, you can add your own music by 
copying it to Recalbox’s share/music directory. 


Getting to know Recalbox 

Recalbox comes preloaded with a number 
of freeware and open-source games. Because we 
enabled arcade mode, this category appears first. 
There are already four games loaded into it. 

Select the category by pressing button B and scroll 
through them with the joystick. Gridlee, released in 
1982, looks great for the era. Press B to load it. 

Press Select to add credits and press Start when 
you’ re ready to play. When you’ve had enough, 
press the hotkey button and Start together to quit 
back to the Arcade menu. 


™ Press the hotkey button 
and Start together to guit 
back to the Arcade menu & 
You can press A to go back to the top menu, and 
use the joystick to navigate up and down through 
the list. But it’s easier to use the right and left 


directional controls to navigate through each 
console’s full library. 


Up [P1 pin 7/P2 pin 23] 
Down 
Left 

Right — [(P1 pin 15/P2 pin 33] 
Ground [P1 pin 25/P2 pin 34] 


[P1 pin 11/P2 pin 29] 
[P1 pin 13/P2 pin 31] 
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fit.) recalbox.local 
Once your arcade machine is connected 


to your local network, you’ll be able to access it 
in a web browser via http://recalbox.local. On 
the main page, you’ll see shortcuts to a virtual 
gamepad, keyboard, and touchpad, which allow 
you to navigate through the arcade machine’s 
menus remotely. 

To add some authenticity to older titles, go to 
Systems and set the Shader set to Retro, which 
will apply community-favourite shader and 
scanlines settings to each game. On the other 
hand, if performance is poor, disable shaders and 
rewinding here. Click Save at the bottom of the 
page to store your changes. 

Below, the Configuration tab lets you set 
networking options, enable and disable the Kodi 
media player, and configure the behaviour of the 
EmulationStation front end and the hotkey. 


Manage game & BIOS files 

The easiest way to manage your game 
ROMs on Recalbox is via the web interface, where 
the ROMs tab lets you select the directory for your 
desired console, stop the EmulationStation front 
end, upload games, and restart EmulationStation 
to load them. 

You can also copy games over to the roms 

directory in Recalbox’s Samba share. Even if you 


HOTKEY 


don’t plan on emulating a specific console, don’t 
delete the containing folders for its games, as 
they’re required. 

Recalbox also shares a bios directory, where you 
can add freeware or legally purchased computer or 
console BIOS files. 


Buy and install aq game 
ROMs and a functional BIOS set for a 
number of Neo Geo maker SNK Corporation’s 
games are available to buy as part of the Neo Geo 
Classics Collection (magpi.cc/neogeoclassics). 

You’ ll need a Windows, macOS, or Linux PC to 
install or extract these. You’1l find the ROM and 
BIOS files in the install directory; for example, 
ironclad.zip and neogeo.zip respectively for the 
fantastic scrolling shoot-’em-up Ironclad. If 
you don’t want the whole collection, you can buy 
Ironclad alone at magpi.cc/ironclad. 

Connect to Recalbox via SMB and copy the game 
ROMs into roms, and neogeo.zip into bios. 

Restart EmulationStation and you should find 
your new games in the Arcade game list. Not all of 
them will work out of the box. Start any of them 
and press the hotkey and B buttons to open the 
Libretro emulation interface. Scroll down and 
select Options > Neo-Geo mode > Use UNIBIOS 
Bios. We aren’t using UniBios here, but the file 
supplied by SNK is compatible with this setting. > 
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4 Button and joystick 
correspondences for 
player controls. The 
joystick maps to the 
D-pad. Land R correspond 
to L1 and R1, equivalent 
to the shoulder buttons of 
modern joypads 





Warning! 
Mains electricity 
& power tools 


Be careful when 
handling projects 
with mains electricity. 
Insulate your cables 
and disconnect power 
before touching them. 
Also, be careful when 
using power tools during 
this build. 


magpi.cc/drillsafety 
magpi.cc/ 
electricalsafety 


TopTip @& 


Preconfigured 
USB support 


If your cabinet 
uses a USB 
controller 
board, then 
RetroPie won't 
need any extra 
drivers to detect 
your controls. 
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A SNKhas made 
plenty of its arcade 
ROMs available to 
buy. lronclad for 
Neo Geo-based 
arcade machines is a 
particular favourite 


> GPIO wiring: Connect 
your joysticks and 
buttons to Raspberry 
Pi's GPIO as shown. 
Image by 
digitalLumberjack of 
the Recalbox project, 
licensed under GPL2 





Warning! 
Copyright alert! 


It is illegal to download 
copyrighted game or 
BIOS ROMs in the UK 

without the permission of 
the copyright holder. Only 
use official purchased or 
freeware ROMs that are 
offered for download 
with the consent of the 


rights holder. 


magpi.cc/legalroms 
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Press A twice to go back and select Resume. Your 
game should start. 


Tweak your games entries 
To hide the games that come with 
Recalbox, from EmulationStation press Start > 
Main menu > Games settings > Hide preinstalled 
eames. Unfortunately, you can’t pick and choose 
which get hidden, but you can manually download 
and re-add any that you’d like to keep. 

You can also disable the ports category by 
editing recalbox.conf to include: 





emulationstation.collection.ports=1 
emulationstation.collection.ports.hide=1 


If you want to add images or change the titles of 
the games you’ve added to Recalbox, the easiest 
approach is to use the built-in scraper. Highlight 
the game in the menu, press Start > Edit game 

> Scrape. You can also add your own ratings and 
keywords in this menu. 


Get more games 
The creators of the MAME emulator have 
been given permission to distribute some early 
arcade games, which you can find for download at 
Magpi.cc/mameroms. 

Many other emulated arcade games have been 
released for use on modern computers, but some 
- including collections by SNK, Capcom, Irem, 
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and Namco — require an additional extraction and 
re-bundling stage. You can find tools and game 
lists to help you buy and use these at RED-project 
(magpi.cc/redproject) and SF30ac-extractor 
(magpi.cc/sf30ac). Linux GOG users may also 
require innoextract (magpi.cc/innoextract). 
Non-Neo Geo arcade games should go into the 
roms/MAME directory. 

The homebrew scenes for arcade games tend 
to focus on physical releases, but we’ve had luck 
with Codename: Blut Engel for Neo Geo and 
Santaball (magpi.cc/neogeohomebrew) for Neo 
Geo CD. 

For more retro and homebrew games 
that work well with arcade controls, 
including Sega’s Mega Drive Classics 
collection, see magpi.cc/legalgameemu and 
magpi.cc/legalroms. Hl 
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Top-down, futuristic mayhem in Glitchpunk 
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FreeCAD: making 








multiples of things 


Save time with clones, arrays, and drafts 





Jo Hinchliffe 





@concretedOg 


A laptop 
or desktop 
computer 


Figure 1 
Creating arrays 
can produce 
fascinating 
geometries from 
a single copy 
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ften when we are designing 

something, we would like to 

make multiples of some aspect 

of the design and we want to do 

it as quickly and as efficiently 

as possible. A common example 
might be placing circles to become pockets, holes, or 
pads in a sketch. As a first example, let's go straight 
to the Sketcher Workbench and create a new sketch 
in any plane. 

In Figure 2, you can see the desired sketch item 
on the left, a small square with a hole in each corner. 
To create this sketch, we drew four separate circles 
and constrained each of them dimensionally and 
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positionally. It's a fine approach, but it’s quicker to 
use some of the cloning and array tools the Sketcher 
Workbench offers. In Sketcher these tools can 
create matching objects and carry over some of, or 
manipulate, the existing constraints to save us some 
time. Starting over, if we draw one circle for example 
in the upper left-hand corner of the square, we can 
constrain the radius and then the position by setting 
a vertical and horizontal distance constraint between 
the centre point of the circle and the origin point 

of the plane. Next, select the circle and the Y axis 
datum line. We can now click the ‘Create symmetric 
geometry with respect to the last selected line or 
point’ tool icon. This should now create a second 





Figure 2 
This symmetrical square sketch with circles 
can be created in numerous ways 


circle, with the same radius constrained and in a 
mirrored position in the upper right-hand corner of 
our square. It doesn't have the positional constraints, 
but it is in the same mirrored position as the original, 
so If you add a vertical and horizontal constraint 
without changing the default position then they will 
remain correct. Of course, you can then select the 
two circles and the X axis datum line and repeat the 
process to create two more circles in the lower left 
and right corners. 

Another approach is to use an array tool called 
‘Create a rectangular array pattern’. Starting again 
with just our upper left constrained circle highlighted, 
click this tool and you'll see a dialog box (Figure 3). In 
the dialog, set the column and row number each to 
‘2’ and then tick the ‘Equal vertical/horizontal spacing’ 
checkbox as well as the ‘Constrain inter-element 
separation’ box. Clicking OK, if you now move your 
mouse around the sketch area, you will see a line 
protruding from your original circle; this represents 
the angle at which your array will be created and 
the distance from the original circle. Left-click to 
place the rectangular array of circles into the sketch. 
Don't worry if you set it at a slight angle: click on the 
generated angle constraint and set it to zero degrees. 
Finally, edit one of the distance constraints it has 
added; as our original circle is 12mm from the datum 
point vertically and horizontally, we set the constraint 
distance to 24mm, which makes our square array of 
circles fully constrained and accurately placed. 

For our next examples, let’s move to the Part 
Design Workbench and create a body and then create 
a sketch in the XY plane. In the sketch, draw a simple 
rectangle and don’t worry about constraining it. Close 
the sketch and pad the sketch to any thickness. 

Next, select the upper face of the padded rectangle 
in the preview window and click to create a new 
sketch on that surface. Select the ‘Create a slot in 
the sketch’ tool and draw a small slot at one end of 





Create array 


sili, 
- 


Rows: 2 
¥ Equal vertical/horizontal spacing 
¥ Constrain inter-element separation 


Clone 


“ecncet 


the rectangular surface. Close the sketch and then 
perform a pocket to cut the slot into or through the 
pad. Just to add to the example, select an edge of 
the slot and apply a fillet, which should auto-complete 
around the entire pocket edge. 


DESIGN PARTS WITH PART DESIGN 

The Part Design Workbench has some specific array 
tools, and we are going to try the ‘Create a linear 
pattern feature’. With nothing selected in the file tree, 
click the linear pattern tool. You should now have a 
dialog opened in the Tasks tab of the Combo View 
window. At the top of this dialog, you should see a 
panel titled ‘Select feature’ and all the available 
features should be listed; in this case, that Is the pad, 
the pocket, and the fillet. For now, highlight just the 
pocket item in the list and click OK. You may see a 
duplicate pocket in the other end of your rectangle 
now, but don't worry if you don’t. You should see that 
the dialog box in the Tasks tab has now changed; 
scroll down to the bottom of this new panel. You 
should see two adjustable parameters: ‘Length’ and 
‘Occurrences’. The value of Length represents the > 
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Fa Start page Mo Rb linear_slot_array_part_dosign: 1" 





Figure 3 } 

Using the rectangular 
array tool to save time 
in sketches 


Figure 4 
Creating a linear array 
of chamfered pockets 


QUICK TIP 


We covered the 
basics of sketching, 
padding, and 
pocketing items in 
the first two parts of 
this series, starting in 
issue 37. 
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FreeCAD: making multiples of things 


Figure 5 © 
Creating a polar 
pattern of slots 
around a disc 





QUICK TIP 


Press SHIFT+V or 
SHIFT+H to quickly 
add a horizontal or 
vertical distance 
constraint between 
two selected points 
or a selected edge. 


Figure 6 © 
Simple array 

of parts using 
the rectangular 
array tool 
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length of the array and Isn't linked to the length of any 
attached object. At the default length of 100mm with 
two occurrences, this might place the second 
occurrence of the pocket outside of the rectangular 
pad. Increase the number of occurrences to 5 and 
adjust the length of the array so that your array of 
pockets fits in the rectangle. You might also discover 
that if the length is shorter than the multiple widths of 
the pocket, it will overlap the pockets in the array. 
Before we close this example, you'll note that our 
fillet hasn't been replicated in the array. To add the 
fillet, click the ‘Add feature’ button, then either select 
part of the original fillet by clicking it in the preview 
window. Alternatively, you can swap to the Model tab 
and select the fillet in the file tree. Now, when you 
click OK on the linear pattern dialog in the Tasks tab, 
you will see the array with the fillets added to each 
instance of the pocket (Figure 4). Removing a feature 
is slightly counter-intuitive in that you can’t select the 
feature to remove in the list in the ‘Add/remove 
feature’ box in the dialog. Similar to adding a feature, 


you click the ‘Remove feature’ button and then 
highlight the feature in the preview or in the file 
tree view. 

Sometimes we might want to make an array of 
objects radially. As an example, start a new body and 
in a sketch on the XY plane, draw a circle with 30 mm 
radius; constrain the centre of the circle to the datum 
point. Close the sketch and pad the circle. Similar 
to our earlier example, create a sketch on the top 
surface of our cylinder and draw a small slot to create 
a pocket. First, leave the slot without constraints and 
position it somewhere in the upper left quarter of our 
cylinder face and perform the pocket. 


ROUND AND ROUND 

Again, with nothing highlighted, click the ‘Create a 
polar pattern feature’ tool icon. The resulting dialog 
box is similar to our earlier linear pattern tool. Click 
‘Add feature’ and select the pocket that we made. 
Scrolling down, leave the axis and angle settings 

as the default and set the occurrences to 5. If you 
have the ‘Update view’ box ticked, you should see 
that the pocket is replicated and rotated around the 
datum point. As our original slot was off axis, the 
array positioned the repeated slots relative to this 
original position; we can of course go all the way back 
to the root sketch of the pocket and adjustments 
will be recomputed to the pattern array. As shown 

in Figure 5, we closed the polar pattern dialog and 
opened the slot sketch in the Tile tree. In the slot 
sketch, we constrained the slot so that the centre of 
the slot was positioned on the Y axis datum line. 
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Many times we will want to create more complex 
arrays, sometimes with more complex geometries 
or sometimes not in a single continuous body, which 
means we would be working outside of the Part 
Design Workbench. The built-in Draft Workbench has 
some array tools that can be extremely useful for this, 
but It’s a useful Workbench for much more as well. 


ON REPEAT 

As asimple example, let's start a new empty project 
and move to the Part Workbench. Click the ‘Create a 
cylinder’ tool to create the default 10mm tall cylinder 
with 2mm radius. Next, use the drop-down menu to 
move over to the Draft Workbench. Let's highlight 
the cylinder in the file tree and then click the array 
tool icon, which resembles a collection of six blue 
rectangles. In the dialog box, the first items you can 
adjust are the ‘Number of elements’; edit the X and 
Y values to 5 and leave the Z at 1. This is then aiming 
to create a rectangular array of 5x5 of the cylinder 
object. Next, we can edit the spacings of the array. 
It's slightly counter-intuitive in that the X, Y, and Z 
elements each have an X, Y, and Z input box, but If 
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Many times we will want 

to create more complex 

arrays, sometimes with —— 
more complex geometries Le 


you play with the values and apply the array, you'll 
soon see what effect these have. For now, in the 'X 
intervals’ section, set X to 10mm. In the ‘Y Intervals’ 
section, set Y to 10mm and leave the Z, as we only 
have one layer in our array. Clicking OK, you should 
now see an array of our cylinders spaced at the 
intervals we set (Figure 6). 

Highlight the array item in the file tree and delete 
it. We should now see our cylinder item and if we 
highlight it and press the SPACE bar, we'll make it 
visible again. Next, let's try the ‘Polar array’ tool from 
the Array tools drop-down menu. In the dialog, leave 
the polar angle set to 360 degrees to create a Tull 
circle array and set the number of elements to 5. We 
need to add a point which is the centre of rotation; If 
we left the centre of rotation set at the 0,0,0 point, 
we would simply create five cylinders placed on top 
of each other. Change the Y co-ordinate to 10mm 
and then click the OK button. You should now see a 
circular array of five cylinders appear. 





Delete the polar array and let’s try the circular array 
tool. Highlight our test cylinder and click the ‘Circular 
array’ tool icon. This tool works differently in that the 
number of copied objects in the array is dependent on 
the size and spacing of the array rather than a directly 
input value. 

In the dialog box, the ‘Radial distance’ Is the radius 
of each circle in the created array; we set this to 
50mm for a test. If we don't change the centre of 
rotation and leave it at the datum or zero point, then 
the first circle in our array will be made with a > 


FOLLOW THE PATH 


Sometimes we will want to create an array of objects, 
but constrain them onto another object or path. This 
can be achieved using the path array tool. In a new 
project, once again go to the Part Workbench and 
create a first cylinder and set the radius to 30mm and 
leave it at 10mm tall. Then create a second cylinder and 
leave it with the default dimensions of 10mm tall and 
2mm radius. 

Move back to the Draft Workbench and first select 
the object of which we wish to create an array; let's 
select our second, smaller cylinder. Next, we select 
the path we want the array of objects to be connected 
to; holding CTRL/CMD, click the lower outer edge of 
the larger cylinder. Then click the ‘Path array’ tool; this 
applies an array without a pop-up dialog box, but the 
resulting array has some editable parameters in the 
Combo View window. You should see the array has 
been created with four instances of the smaller cylinder 
placed equidistantly around the larger cylinder edge. If 
we highlight the array object in the file tree and adjust 
the ‘Count’ parameter, it will add or remove instances 
from the array and redistribute the count to maintain 
equal distances between each instance. 
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Figure 7 > 
Creating circular 
arrays of Part objects 


QUICK TIP 


Near the Part Design 
pattern array tools, 
you might notice the 
‘Create a mirrored 
feature’ tool, which 

is similar to the 
symmetric geometry 
tools on the Sketcher 
Workbench. 
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FreeCAD: making multiples of things 
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50mm radius from this point. The second circular layer 
will be made at a further 50mm from the first circle 
so therefore will have a 100mm radius, etc. Next, the 
‘Tangential difference’ is the spaced distance between 
instances of the array object in the same circular layer 
of the array. We initially set this to 15mm, but play 
with this value to see how it affects your test arrays. 
The ‘Number of circular’ is the number of concentric 
circles that are added, spaced as we said at the radial 
distance; we set this to 3 for our test. Finally, there is 
the Symmetry input; it’s difficult to explain the effect, 
but this value controls the number of symmetric 
planes an array has — the best thing Is to start with 

it set to 1 and then change the values and see what 
effect it has on your array! With the above settings, 
you should see an array similar to Figure 7. 

We've seen that the Draft Workbench array tools 
can be used to create arrays of copies of a part, but 
they can also be applied directly to sketches and 
even be applied to bodies created on the Part Design 
Workbench. The caveat with arrays of a Part Design 
body is that the array will usually create separate 
objects that cannot be considered part of the original 
body. When this occurs, the array Is listed outside of 
the active body in the file tree and the original body 
part visibility is toggled off. 

As a final example exploring arrays, let's create a 
complex-looking decorative array using other Draft 
Workbench tools to create the underlying geometries. 


Figure 8 

Some of the tool 
icons on the Draft 
Workbench: top row 
drawing tools, middle 
row snap options, and 
lower row includes 
array tools 





Figure 9 &® 

Drawing a pentagonal 
polygon in Draft is 
similar to the Sketcher 
Workbench apart from 
not using constraints 


Figure 10 © 
Creating points to act 
as snapping points for 
a B-spline 
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Create a new project and move to the Draft 
Workbench. You should see a grid on the XY plane. If 
you don't, find the ‘Toggle Draft Grid’ icon, which looks 
like a mesh and is at the end of the snap toolbar icons; 
toggle this button until you see a draft grid. 

You may notice that the Draft Workbench has a 
collection of drawing tools that look similar to the 
Sketcher drawing tools. They do work in very similar 
ways, but in the Draft Workbench, wires and edges 
are drawn without constraints and use either snapping 
to the grid or other objects, or inputting positional co- 
ordinates. As such, the Draft Workbench has a lot of 
options for different snapping styles. For our example, 
we need to enable snapping by clicking the ‘Snap Lock 
On/Off’ padlock icon. This should now activate the 
other snap icons; we want ‘Snap grid’ and ‘Snap near’ 
to both be on, as seen in Figure 8. 

First, let's draw a polygon on the Draft grid so that 
it sits on the XY plane. Click the ‘Create a regular 
polygon’ tool icon and then left-click to draw a polygon 
around the datum or zero point. To help you draw it 
accurately, zoom in towards the datum point and you 
should see the cursor lock to the grid before you click 
to draw. Adjust the polygon placing circle to roughly 
6mm in diameter. In the properties dialog, you can 
adjust the number of sides, but as a default it is set 
at three. If you create the default triangle, you can 








Figure 11 
Using the B-spline tool to draw a curved line 
between the points we created 


highlight the Polygon object in the file tree and adjust 
the number of sides in its properties table. 


CURVED LINE 

Next, let's create some points which we will use to 
create a curved line in three axes. The first point of 
the line is going to be the centre of our polygon, or the 
zero point. Click the ‘Create a point object’ and click 

to place a point at the datum. Next, let’s add a second 
point and then raise it on the Z axis. We are aiming to 
create a curve, so place this second point on the XY 
grid at a random point close to the zero but not on it. 
We went with an X co-ordinate of 6 and a Y co-ordinate 
of -2. Having created this second point, we highlighted 
it in the file tree and, in the dialog, adjusted the Z axis 
position to 30mm. You may need to adjust the zoom, 
but you should see this point now rise up above the 
plane. We added two more points above: the next had 
the co-ordinates X = -28, Y = 0, Z = 60, and the final 
point was at X =-10, Y= 9, Z = 80 (Figure 10). 

Creating a curve between the points we just made 
is easy with the ‘Create a multiple-point B-spline’ tool. 
Select this tool and hover near the upmost point we 
just made. When you are hovering, if you are too far 
away from the raised point, you'll see that next to 
the pointer position there is an icon that looks like the 
Draft grid icon; this indicates that If you click, you'd be 
Snapping to the grid. If you are close enough to the 
raised point, this icon disappears, and if you left-click, 
you will attach the B-spline to the point. Left-click 
on the upper point and then move to the next lower 
point and left-click again; continue to do this until you 
reach the last point at the zero position. Left-click 
to attach the last point and then click the ‘Close’ 
button (Figure 11). 

Just fora moment, we are now going to switch to 
the Part Workbench to use the sweep utility. On the 
Part Workbench, click the ‘Utility to sweep’ tool icon 
and in the dialog, select the Polygon item we drew 


trom the left-hand list, and click the right-facing arrow 
to add it to the right-hand column. Next, click the 
‘Sweep Path’ button, then left-click on the B-spline 
curve we drew in the preview window and click 
‘Done’. Check the ‘Create solid’ box and click OK. You 
should now have a curvy swept hexagonal object in 
the preview (Figure 12). 

Moving back to the Draft Workbench, select the 
swept object in the file tree and then click the polar 
array tool icon. You can then left-click in the preview 
window to select a centre of rotation (Figure 13). We 
put our centre of rotation at around -30mm on the X 
axis to create our array of five of our swept items; you 
can see the completed array in Figure 1. 

Hopefully you've found this article interesting and 
it's shown that the variety of cloning and array tools are 
useful in accurate technical modelling, but also in more 
playful experimental modelling. We look forward to 
seeing what you produce using these techniques. O 
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Figure 12 > 

Using the sweep 
utility on the Part 
Workbench to create 
the final part for 

our array 


Figure 13 & 
Selecting a centre of 
rotation for the array 
of swept items; we 
chose -30 in the X axis 





| File fet Weew Joo Blacr Grating Annotation Modification (siities VWirdeas jieip 


ae 086. WP Bion J @re@ 
(8§26-@8<> 4-4-9999 8968 © Ee 


Dae rOox.~-sat+H#er & 
Let SHAD ON BU +e se BES 


oO Mecei Sy, Tack 
== (Pola? eagle 6) 

Hurmaer of aberrant 7 
rt enter of rotaion 

a | & 
? 7 1 mm |=" 
a 
al z Du nen & 


~ (Startpage Be ree froects_ fir for_ imagen: 2° 


i fi: = + 


HackSpace 


4 ey i Base | Bite jottime = Galore 


OG ek he + 





? GTleehpad: 19648mm 2 oT mm 


93 





: ait ” the 
Se onc UN O ail 
: yah ‘ vs Ml " FU ty 

\ 








ee Se 
be - rh « 
a 


- % ‘ i a wa 
,\. f = ; f, eee 
AWE 


itee 
Worpaae 
‘Ts 
rn 






y 


‘sy : 
‘ 

i. é \ 
\\" - 1, | 
v i& a 4 






\ 


mi. 
yo 





Upgrade your laser cutter 
with an adjustable bed mum 
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Enhance your laser cutter using an Arduino Uno, a stepper motor, and some push-buttons 





Dr Andrew Lewis 
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ne of the biggest drawbacks of 

owning a K40-style laser is that 

the beam has a fixed focus and 

a fixed bed. Without the ability 

to focus the laser, you'll never be 

able to get the best out of your 
K40 when cutting with thicker materials. While you 
could replace the laser head, you'll probably find that 
the replacement costs considerably more than the 
whole laser cutter did. In this project, you'll learn 
how to make the next best solution: an adjustable 
bed. The idea behind installing a moving bed Is that, 
while you can't move the focal point to the object, 
you can move the object to the focal point. Moving 
the machine bed is a much lower-cost solution that 
uses mostly off-the-shelf parts. 


HackSpace 


The motorised bed has three main parts: a control 
box, a motorised scissor lift, and the machine bed. 
The machine bed is made from 3mm aluminium and 
has spikes arranged across the surface to minimise 
bed contact. The scissor lift mechanism is made 
from a modified laboratory jack. The lab jacks use 
a 6mm threaded bar with a reverse thread on one 
side. Begin modifying the jack by disassembling 
the scissor mechanism and removing this threaded 
bar. The threaded bar passes through a horizontal 
support on each side of the jack. One of these 
supports will have a left-handed thread. Take the left- 
handed bar and file it flat on one side, perpendicular 
to the hole running through it. You will be fitting the 
motor’s shaft through this hole, and adding a flat 
section on the inside increases the amount of shaft 








Right 
You can see the divot 
filed into the shaft of 
the motor here, and 
the modification to the 
horizontal spacer, to 
increase the amount 
of usable motor shaft. 
Without the divot, the 
motor will tend to pull 
out of the end of the 
shaft coupling 





available for the threaded bar to grip onto. You'll 
need to file a depression into the motor shaft near 
the end, so that a grub-screw will grip the shaft 
without sliding off the end. Once you have done this, 
add the 3D-printed motor mount to the left-handed 
horizontal support, and then add the 3D-printed 
button mount to the other horizontal support. 
Reassemble the scissor jack, and mount the motor 
to the 3D-printed mount using M2.5 10mm screws. 
Mount a push-button into the 3D-printed button 
mount. The button works as an end-stop, to prevent 
the jack from over-tightening. Tap the grub-screw 
holes in the side of the 3D-printed shaft coupling to 
accept M3 thread, and then screw the 90mm M6 
threaded bar into the end of the coupling. Screw the 
bar in place into the right-handed horizontal support, 
then push the motor shaft into the other end of the 
coupling, and hold it in place with a grub-screw. 

Assemble the control panel by adding the 
buttons to the 3D-printed button bar, and then 
gluing them in place behind the front panel. Screw 
the LCD into place. Wire up the Arduino using 
the provided schematic, and flash it with the bed 
controller application. You can download this from 
hsmag.cc/issue44. 

The new laser cutter bed is made from aluminium 
and has a lot of metal spikes screwed through it. 
Mark out a grid on the aluminium where you > 








CONTROL APP ARRAYS 


The top lines of the control application define two 
arrays called mapIn and mapOut. These arrays are 
used by the MultiMap function to help calculate the 
height of the scissor jack for a given number of stepper 
motor steps. The mapIn array is a list of stepper motor 
positions, and the mapOut array is the height that 
corresponds to that number of steps, measured in 

the real world. You can increase the accuracy of your 
turntable by tweaking these numbers to match your 
own setup. Create a function to move the bed to the 
end-stop, then raise the bed by increments of 100 steps. 
Jot down the measurements and tweak the mapOut 
table accordingly. 
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YOU’LL NEED 


© A4-sized3mm 
aluminium sheet 


€ length 
10 mm square 
aluminium angle 


© Wm4x6mm 
threaded insert 


€ 2m5~<«10 
threaded insert 


€ 100x14mm 
metal cones 


€ 10mmscissor 
jack 


€ NEMATI stepper 
motor 


S 9Ommof6mm 
threaded rod 

or equivalent 
length bolt 


€ Arduino Uno 


© 12V power 
supply 


€ DRV8825 stepper 
motor controller 


€ 20x4LCD 
screen with 
I2C interface 





} 7x12mmM panel 
mount NO 
push-buttons 


© 4*xM2.510mm 
screws 





© 3D-printed parts 


Left > 

While it’s possible 

to calculate the 
theoretical relation 
between the number 
of steps and the 
scissor jack height 
using high school 
maths, it’s actually 
more effective to 
take real-world 
measurements and 
interpolate from a 
table of known values 
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Arduino-powered, scissor-jack laser cutter bed hack 
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Right > 

The schematic for 
the controller is quite 
simple, using easily 
available parts. If 
you can find room, it 
might be possible to 
integrate the display 
and buttons into the 
existing controller 
box on the K40, but 
making the system 
easy to remove 
increases the overall 
flexibility of the 

laser cutter 


Below & 

You can see the end- 
stop here, mounted 
on the horizontal 
support of the scissor 
jack. If you’re worried 
about the duty cycle 
of the switch in the 
end-stop, you could 
replace it with an 
optical sensor 





want your spikes to be. The layout is partly down to 
personal preference, although a 30mm square grid 
is a good starting place. You may want to increase 
the number of spikes on part of the bed, to add extra 
support for small parts. The corner where the laser 
will hit its home position Is a prime place to add 
some extra support. Drill and de-burr all of the holes, 
and then countersink them on the back. This is a 
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boring, repetitive job, but worth the effort in the 
long run. Screw the spikes in place and then 
assemble the 3D-printed adjustable guide for the 
corner of the bed. The clamp is designed to provide 
a rigid corner alignment and multiple fixing points 
with threaded inserts, So you can design and 
make your own jigs to hold special parts. The two 
adjustable arms on the clamp have a recess on the 
corner to accept 10mm aluminium angle pieces. 
These pieces will protect the printed clamp from 
stray laser light. 

Before you fit the new bed to the laser cutter, 
you Il need to remove the existing bed. The exact 
fixing method varies between different flavours of 
laser cutter, but most will be screwed to the rail or 
base of the machine. Save yourself some time by 
marking the current height of the bed on the edge 
of the machine somewhere, before you remove 





CALIBRATE! 


The DRV8825 motor controller makes controlling a 
stepper motor very simple, but it isn’t quite plug and 
play. You need to calibrate the maximum output of 

the controller, otherwise, it could overheat or burn 

out the motor. To calibrate the DRV8825, you need to 
use a multimeter to measure the voltage between the 
potentiometer and ground pin. The voltage needs to 
be set (at most) to half of the maximum current of the 
motor you are connecting to it. So, for a 0.6A motor, the 
voltage should be 0.3V. It's wise to aim a little bit lower 
than the theoretical maximum, to be extra safe. 


the bed. That way, you'll have a guideline for where 
you need the height of the new bed to be when 
you re Calibrating. 

Fix the spiked bed to the top of your scissor lift. 
A single scissor lift fixed at the middle of the bed 
should be adequate for most needs, but If you are 
intending to work with heavy loads on the bed, you 
might find that building a second jack and fitting 
one at each end of the bed will give you more lifting 
power. The intended lifting duty of the bed will also 
affect the method you choose to fix the bed to the 
jack, and the jack to the base of the laser. Drilling 
and bolting through the bottom of the case and the 
base of the Jack will give you the most rigid solution, 
although contact glue, carpet tape, or even magnets 
could give you a quick fixing solution. Gluing both 
ends of the jack is not recommended at all, as it will 
be very difficult to remove or adjust the bed without 
damaging the laser. 

Routing for the motor and end-stop cables will 
depend on where you intend to put the control box. It 
you're mounting the box at the front of the machine, 
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Save yourself some time by 
marking the current height 
of the bed ontheedgeof — 
the machine somewhere Le 


then you'll need to either make a cable hole at the 
front, or run the cables under the machine and In 
through a hole at the bottom. The table needs a 
12V power supply to run. If you have already fitted a 
secondary power supply into your laser cutter, then 
you could power the controller from that line using the 
VIN pin on the Arduino and the VMOT connector on 
the DRV8825. If you prefer a separate wall wart-style 
supply, then you can make a hole in the bottom of 
the control panel and plug the supply directly into the 
Arduino power socket, with internal wiring running 
trom the Arduino power socket to the DRV8825. 
With the new table fitted and calibrated, you should 
notice an improvement in your cut size and find that 
the back of your material should be cleaner when it’s 
cut. Unfortunately, the K40 is quite cramped inside 
and there isn't room to fit a measuring device with 
this design. If you're scaling the design up and have 
some extra room, you might find it easier to add a 
digital calliper to the bed and read values from that 
with the Arduino to get accurate height readings. O 
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The heart of the control box is an Arduino, connected 
to a stepper motor controller and an LCD. The LCD 
displays the current height of the bed and the number 
of passes that you want to make with the laser. The 
left-most button works like an alternate key, and 
holding this button down will affect the other keys. 
Keys two and three increase and decrease material 
thickness in millimetres. Holding down the alternate 
key lets you move in tenths of a millimetre. The next two 
buttons increase or decrease the number of passes 
you want to make with the laser. Using the alternate 
button with these two buttons lets you move the bed 

up and down directly, ignoring the material thickness 
settings. It also means that you can set the focus point 
of the laser. Set the height of the bed to the ideal focal 
point, then hold down the alternate button and the sixth 
button. This will store the height of the bed in EEPROM 
so that it will return to this position (minus the material 
thickness) whenever the machine is restarted. Pushing 
the last button without the alternate key will manually 
step the bed to the next height in the sequence. So, 

if you set your material thickness to 3.0mm with two 
passes, pushing the button will reposition the bed to 
1.5mm and update the material thickness. 
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QUICK TIP 


You can control 
the pass button 
automatically, 
by altering the 
Python code for 
K40 Whisperer 
to trigger a GPIO 
pin when moving 
between passes. 





Above ® 

Adding spikes to your 
print bed reduces the 
chance that smoke, 
fumes, or other 
impurities will leave 
marks on the back 

of the object you’re 
cutting. The location 
of the black areas 

on the edge of this 
project correspond 
to the location of the 
mesh used to 
support the wood 


Left > 

The bed controller 
does more than 
just move the bed: 
it will automatically 
calculate heights 
for you on cuts that 
require multiple 
passes, and it can be 
integrated with K40 
Whisperer software 
on a Raspberry Pi 
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Talk to your devices from your web browser 
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Talk to your 
devices from 
your web browser 





Discover how to use JavaScript and your web browser 
to interact with embedded devices 





Rob Miles 





W @robmiles 


Rob Miles has been 
playing with hardware 
and software since 
almost before there was 
hardware and software. 
You can find out more 
about his so-called life at 
robmiles.com. 


Right 

Simpleterm is talking 
to a Raspberry Pi 
Pico device running 
MicroPython, which 
is plugged into my 
computer. We can 
enter commands into 
the lower text area 
and send them to the 
device by pressing 
the Send button. 
Messages from the 
device are shown in 
the upper text area 
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n this article, we are going to discover 
something magical about modern desktop 
browsers: they can host JavaScript programs 


that can talk to serial ports in external devices. 


= We're going to explore how to use this and 
then go on to create a browser-connected 
environmental sensor. 


THE SIMPLETERM PROGRAM 

The best way to investigate how JavaScript 
applications can use the serial ports on your 
computer is to look at one created by the author. 
You can find the Simpleterm program at 
hsmag.cc/Simpleterm. |t implements a very simple 
serial terminal, which takes in your commands and 
sends them to a device plugged into the serial port 
on your computer. 


STARTING THE TERMINAL 

When the user clicks the Connect button in 
Simpleterm, the first thing the program must do 
is determine which port to use and then create a 
connection to the device on that port. 


this.port = await navigator.serial.requestPort(); 
await this.port.open({ baudRate: 115200 }); 


The first statement requests a port from the 
browser. At this point, the browser asks the user 
to select a connection using the dialog box shown 
in Figure 1. The second statement opens the 
connection with the specified baud rate. The baud 
rate specifies the rate at which characters are sent 
down the serial connection. It is important that the 
sending and receiving devices use the same baud 
rate. The rate of 115200 is commonly used with 
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Connect Disconnect 


Send 


embedded devices. It is used by MicroPython and 
also by Connected Little Boxes. 


DATA DELIVERY 


this.reader = this.port.readable.getReader(); 
// get a reader 
const { value, done } = await this.reader.read(); 
// read data 
if (done) { // check if we are done 

break; // break from the read loop if finished 
3 
this. handleIncomingBytes(value); // deal with the 
data 


The code above shows how Simpleterm reads 
data from the serial port. The port object provides 
an attribute called readable that exposes a getReader 





..W.connectedlittleboxes.com wants to connect to a serial port 


Communications Port (COM1) 


USE Serial Port (COM) - Paired 


method that is used to get a reader object. The 
reader object provides a read method that is used 

to read from the port. The result of a read Is a 

tlag called done which Is set to true If the read 

has been ended and a block of data called value 
which contains the bytes received from the port. 
The value object is passed to a method called 
handleIncomingBytes which deals with bytes received 
from the serial port. 


handleIncomingBytes(bytes) { 
var text = new TextDecoder("utf-8"). 
decode(bytes); 
this. handleIncomingText (text); 
return; 


A serial port sends data as a stream of 8-bit bytes. 
The handleIncomingBytes method uses a TextDecoder 
object to convert these bytes into a string of text. 

It then sends this text to another rmethod (called 
textDestination) for display on the web page. 


function handleIncomingText(text) { 
let output = document. getElementById('output' ); 
output.value = output.value + text; 
output.scrollTop = output.scrollHeight; 


At last, we are going to display the received text 
on the screen. The handleIncomingText method 
finds the output document element in the HTML 
document, adds the received text on the end of the 
text In the element, and then scrolls the element 
down so that newly arrived data is shown at the 
bottom of the screen. The process of fetching data 
trom the port is performed in a loop so that bytes are 
repeatedly fetched from the serial connection and 
displayed in the browser. 


SENDING DATA 


async function doSend() { 
let input = document. getElementById('input'); 
let text = input.value; 
text = text + '\n\r'; 
await terminal.sendText(text); 


wie, 
? 


input.value = 


SERIAL SECURITY 





Before code running in a web page can access a 
serial device on a host computer, the browser will ask 
the user to confirm the connection. In addition, the 
serial communication features will only work at local 
sites (ones held in files on your computer) or websites 
hosted on sites that use HTTPS (the secure web 
protocol) for their connection. I've found the best way 
to get a secure website hosted for free is to use GitHub 
web hosting. 


The doSend function Is bound to the Send button 
and runs when the button is pressed. The function 
finds the input element in the web page, gets the 
text out of It, adds a linefeed and carriage return 
to the end of the text, and then calls the sendText 
function to send the text out of the serial port. Before 
a string of text can be sent out of the serial port, it 
must be converted into a sequence of 8-bit values. 


async sendText(text) { 

let bytes = new TextEncoder("utf-8"). 
encode(text); 

await this.writeUint8Array(bytes); 


The sendText method above uses a TextEncoder to 
encode the text into bytes which are then sent by 
the writeUint8Array method. 


async writeUint8Array(valArray) { 
const writer = this.port.writable.getWriter(); 


a1 Bote] 2) = 


IN THE BROWSER 





Modern browsers contain powerful developer tools. 
You can open the Developer View of any web page by 
pressing F12 on your keyboard. If you click the Sources 
tab in the Developer View, you can then open the files 
that power the website and look at them. You can even 
set breakpoints and step through the code to discover 
exactly how it works. 
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> 4 
FORGE 


YOU CAN USE 
THIS WITH 


A device that 
uses a USB serial 
connection 


A browser based 
on the latest 
Chromium 
platform, 
including Google 
Chrome and 
Microsoft Edge 
running ona 
desktop or tablet 
computer 


If you want 

to make the 
connected 
sensor, you'll 
need an ESP8266 
or an ESP32, and 
a BMEZ280 sensor 


Figure 1 

Selecting a serial port 
from your browser. 
You may have to 
experiment to find 
the port where your 
device is connected 


Left > 

Simpleterm dealing 
with an incoming 
message from the 
environmental sensor. 
It’s been converted 
into a string of text to 
be sent to the display 
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Talk to your devices from your web browser 


TUTORIAL 





La Temperature Viewer 
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x ie 


https://www.connectedlittlebox... ié T= ba) 





Connect! Disconnect 


Above @ 

The shadow effect 

is achieved using a 
custom style sheet, 
which you can find 

on the website 


Right > 

A Connected Little 
Box environmental 
sensor 
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await writer.write(valArray); 
writer.releaseLock(); 


This method gets a write from the port, uses 
it to write the array passed as a parameter, and 
then releases the writer. This is the point at which 
the message is sent over the serial port to the 
destination device. 


WRITE SERIAL CODE IN THE BROWSER 

If you want to create your own web pages that use the 
serial port from the browser, you can find all the code 
inside the files that make up the Simpleterm program 
on GitHub: hsmag.cc/CLBproject. The two files that 
are most interesting are the simpleterm.html and 
terminal.js files. You can also use the debugger inside 
the browser to discover how the program works. You 
can host pages containing JavaScript programs on 
your own computer or laptop. | strongly recommend 
the Live Server plug-in for Visual Studio, which will 
host websites for you on your machine. 


CREATING AN ENVIRONMENTAL SENSOR 
Now that we know how to connect a browser to a 

device, let’s make a device for the browser to talk to. 
We are going to create a simple temperature display 
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page that runs inside the browser using a 
Connected Little Box as the sensor. The page 
is at hsmag.cc/TempViewer. VVhen this page 
is connected to a serial device, it receives each 
temperature, decodes the JSON to extract the 
temperature information, and then displays It. 

We've used a BME280 sensor, but it should 
be easy to adapt to a different sensor. You can 
connect It on a breadboard, but this author likes 
using wire-wrapping. 

The sensor runs the Connected Little Boxes 
software. You can find out more about this in issue 
41 of HackSpace magazine. We can configure the 
box to send a JSON-formatted temperature value 
every second by using the following command: 


{"process": "console", "command": "reportjson", 


"text": "starting", "sensor": "bme280", "trigger": 


"tempsec", "attr": "temp", "store": "start","id": 
"temp"} 


This command might look a bit hard to understand, 
but in English it means “Tell the console process 
to send a JSON report triggered by the BME280 
temperature sensor each second. Put this command 
in the start store so that each time the device starts 
the command Is performed”. We just have to enter 
the command once to start the sensor running, and 
it will perform the command each time it is powered 
on. You can use Simpleterm to connect to a box via a 
browser and send this command into it. 

Of course, before we can talk to the Connected 
Little Boxes software, we need to load it into the 
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Start the Setup g 
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ust work Closing the serial connection = 
hardware. We could compile the source code of the is written into Electrically Erasable Programmable 
software on our computer and then download It into Read-Only Memory (EEPROM), which is also called 
the device from our computer, but it turns out that ‘flash’ memory. 
there is a much easier way of doing this. However, now that a browser can use the serial 
port, it is possible for the flashing process to be 
FLASHING FROM THE BROWSER performed directly from a web page. This means 
When you deploy a program from the Arduino that you can buy a new device, plug it into your 
development environment, the program Is sent via computer, go to connectedlittleboxes.com to flash 
the serial port into a ‘bootloader’ program in the the device, and then use Simpleterm to set It up. aiken 
device that burns the code into the device. This Using the browser to talk to devices over the from the browser 
process Is called ‘flashing’ the device, since the code _ serial port could make a huge difference to the Below @ 
way that we program and use embedded devices. These are the sensor 
connections. Note 
WHAT DOES AWAIT MEAN? We no longer have to load any programs onto our that the BME280 must 
: machine — we just need to visit a web page and can a One eo ema 
3.3V power source on 
Wouldn't it be nice to be able to make another instance do everything from there. O Mae eaineoe 


of yourself whenever you need to do something 
boring? Rather than standing in line at the supermarket 
checkout, you could just leave your duplicate waiting 
while you go home to do something more interesting. 
Then at some point in the future, your duplicate will turn 
up with the shopping. 

This is what the await keyword does in the & ea 
Simpleterm program. Some actions involved in using 
serial connection take a while to complete. These are BME/BMP280 
marked with the await keyword. When the program i Te 
reaches an await, it creates a new execution path to 
perform the awaited action. The program then exits the 
method before the awaited action is complete. 

Functions containing awaits must be marked as 
‘asynchronous’ because the actions they perform are 
not synchronised with the return from the function 
—they complete (or fail) at some point in the future. 
Asynchronous functions are a great way to keep a 
website responsive, so that a JavaScript function 
running in response to a button press doesn't stop other 
elements on the page from responding to user actions. 
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Friends for your new Raspberry Pi Pico 
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Friends for your 
new Raspberry Pi Pico 


A few handy Raspberry Pi Pico accessories 


By Marc de Vinck 


hen most people think of 
Raspberry Pi, they think of 
a dessert. But this probably 
isn't a mistake made by 
anyone reading this article. 
We all think of the amazingly 
affordable, single-board computer. The important 
part to note is that It’s a ‘single-board computer’, 
not a microcontroller. Well, that thinking is old- 
school now thanks to the Raspberry Pi Pico, the 
latest product to join the range. This new product 
Is an incredible little microcontroller that we're sure 
will find its way into many projects over the next 
few years. 

But what makes the Pico so special compared 
to other microcontrollers? In many ways, it’s quite 
similar to other microcontrollers on the market , 
and that’s a good thing! Pico can take advantage of 
established ecosystems such as CircuitPython and 
Arduino (as well as MicroPython and It’s own C/C++ 
SDK). Despite this, Pico does have a few tricks up 
its sleeve that make it really quite special. Perhaps 
the biggest feature is the price. The development 
board costs just $4! Of course, it’s not just about 
price, and Pico has a few features that make it stand 
out. These come from the RP2040 chip that sits at 
its heart. 
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The RP2040 features a dual-core Arm Cortex 
MO+ processor, and has 264kB internal RAM and 
support for up to 16MB of off-chip flash. You also 
get a slew of flexible pins that support I2C, SPI, 
and Programmable I/O (PIO for short). It makes the 
Pico a great choice for beginners, as it shares a lot 
of common features that are well-documented, 


LI 


LI 


and for professionals because of all the flexibility, 
customisability, and advanced features. | picked up 
a handful when they first came out, and I've been 
really impressed so far. 

Although the Raspberry Pi Pico hasn't been around 
for a long time, there are already a decent number 
of Pico-specific accessories available. And I'm sure 
there will be a lot more released every week. Here 
are some of our favourites that are available right 
now, but keep an eye out for new ones! 
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KITRONIK ~— £13.20 kitronik.co.uk 


uilding a robot with your Pico? Then 

you should be looking into the Kitronik 

Compact Robotics Board for Raspberry 

Pi Pico. Simply connect your Raspberry 

Pi Pico to the breakout board via the 

female pin headers, and you 
immediately get the ability to control four motors, or 
two stepper motors, and eight servos. 

The board adds all this functionality by adding two 
dual H-bridge motor driver ICs and the necessary 
components, like power supplies and additional ICs 
that make building a bot with the Pico simple. It does 
add a bit of bulk to a project that’s built around the 
small form factor of the Pico, but it's worth it as you'll 
save so much time when using this handy breakout 
board to control multiple motors. Just plug and play! 
No soldering required. 


Ce) 


he developers over at Pimoroni say 
their Pico Explorer Base will 
transform your learning into an 
“electronic adventure playground”, 
and | happen to agree. Inevitably 
you ll want to add a motor or screen to 
your Pico at some point, and if you do, then this 
breakout board is for you! But that’s just a little of 
the added functionality that this board offers. 
In addition to the 1.54” IPS LCD screen, and 
two half-bridge motor drivers, you'll also find a 
piezo speaker, four user-controllable switches, two 
Breakout Garden I2C sockets, a mini breadboard, 
and convenient access to the GPIO and ADC pin 
headers. Oh, and some rubber feet to add to the 
back, which is often overlooked, and important 
for reducing electrical shorts when prototyping on 
your bench. 


PIMORONI © £22.20 pimoroni.com 
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The Pico Explorer allows you to experiment faster, 
quicker, and easier. If you want to test a few theories 
on your Pico, or build a bot, hook up some sensors, 
or just have fun, then this is a good tool to pick up 
along with the Pico. > 
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Left @ 
Lots of high-power 
outputs 


Below & 
A lot to experiment 
with on one board 


VERDICT 


Kitronik Robotics 


Board for 
Raspberry Pi Pico 





A very handy 
board for 
bot-makers. 


9 /10 
Pico Explorer 
Base 








A great 
choice for 
experimenting. 


9. 
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Friends for your new Raspberry Pi Pico 


Adafruit Feather RP2040 


ADAFRUIT ~ $11.95 adafruit.com 


ot everything in this Best of Breed 
roundup is an accessory for the Pico. 





The Adafruit Feather RP2040 joins the | x Sale cine 
extended family of Raspberry Pi = and STEMMA QT 


products by integrating the custom- 

designed RP2040 microcontroller IC 
trom Raspberry Pi into Adafruit’s incredibly popular 
Feather line of products. And if you've never used a 
Feather board from Adafrult, you're in for a treat! It 
has a perfect form factor and has lots of compatible 
sensors and accessories, along with a robust 
community of developers. 

The popular Feather family now includes the 
RP2040 32-bit Cortex M0O+ dual-core running at 
~125MHz, 8MB SPI flash, 21 x GPIO pins, built-in 
200 mA plus LiPo charger, an RGB NeoPixel, You can't go 
STEMMA OT connector, and more! Head over to the wrong witha 
product page to get all the details about the latest Feather. 
addition to the Feather family. While you're there, 
check out all the other Feather microcontrollers and 
add-ons. You won't be disappointed! 


VERDICT 
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PIMORONI ~ £19.80 pimoroni.com 


ho doesn’t love LEDs? Nobody! 
And the Pico Unicorn Pack from 
Pimoroni satisfies all our inner 
LED needs in a tiny RGB form 
factor. They packed 112 RGB 
LEDs into the same footprint as 
the Pico, and they were even able to sneak in four 
buttons for some much-needed additional 
functionality. Lighting up LEDs is fun, but you will inevitably want to add some interactivity, and those 





= e 
So. Many. LEDs 





additional buttons are a nice touch. VERDICT 

The board fits perfectly on top of the Pico. You can 
control the colour and the brightness of each LED Pack 
individually. The board comes pre-soldered with all the Love LEDs? This 
LEDs and header pins, so you'll be up and running is for you! 





quickly. Head to the website to learn more about how 


to program the Pico Unicorn Pack, and find links to 10 
Python libraries and examples. > /10 








et started ¥ 
GET STARTED WITH MICROPYTHON MicroPython 
ON RASPBERRY PI PICO - 2ND IMPRESSION [GU ssietbliie 


RASPBERRY PI © £10 store.rpipress.cc 


Sometimes a physical book is nice to have when learning electronics. 
Yes, you can find a lot of information online, and even a PDF of this 
book, but if you are like me, sometimes you just want a printed book. 
Get Started with MicroPython on Raspberry Pi Pico is the perfect 
companion for anyone learning about microcontrollers, especially the 
Raspberry Pi Pico. It’s the official guide from Raspberry Pi Press, so you 
know it's great, and filled with example projects. 


Left © 
A little 
bedtime reading 
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Pico RGB Keypad Base 


PIMORONI ~— £21.90 pimoroni.com 


EDs are fun, but LED buttons are more 

fun! And soft, silicone buttons are the 

most fun! New trom Pimoroni, known for 

its beautiful LED boards, is the Pico RGB 
—_—___ Keypad Base for your Pico. The breakout 

board features a 4x4 matrix of soft, 
rainbow-illuminated keys that are perfect for creating 
things like a music controller, interactive visualisers, or 
even creating a simple game. 

When you connect your Pico to the board, via two 
rows of female header pins, you'll instantly have 
access to the LED Keypad matrix via I2C. There are 
also conveniently labelled 
breakouts for all the pins, so 








you can easily solder VERDICT 
additional wires and sensors 
as needed. 
The website has more LEDs and 
information about the Pico buttons! What's 
RGB Keypad Base, and lots not to love? 
of code examples written in 
Python that you can 9 atone 
download and test. N10 Squishy squashy 
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Get started with Raspberry Pi, Learn how to code and make 


electronics, and more with our step-by-step tutorials 
Be inspired by incredible Find out about the top kits and 
projects made by other people accessories for your projects 
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Below ® 

The front panel of 
the AK370 Bluetooth 
amp. Note that the 
LED display works 
fine, but is hard 

to photograph! 
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AK370 
Bluetooth 
stereo amp 


Listen to your favourite tunes using this 
cost-effective amplifier 


B\arlom a liatevaliiax= © @concretedOg 


vailable for between £12 and £21, 
the AK370 amp is quite a lot of 
technology stuck into a pretty 
rugged metal enclosure. |t arrived 
well-packed, with just the amp and 
a small, plastic remote control. 

The amp doesn't come with a power supply (and 

indeed the remote doesn't come equipped with 

a battery), but it takes a 12V supply via a small, 

common barrel jack, so we didn't have to look far 

to find a suitable supply. 
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It suggests on the packaging that it isn't fussy about 
what type/impedance speaker drivers you attach to it 
and, to test, we had a set of small 4@ speakers in our 
parts hoard. Speaker connections are made with 
small, sprung clip connectors that we hadn't seen the 
like of for a while, but used to be the most common 
speaker connector on mass-produced domestic hi-fi 
systems. Also in the box is a small connector and half 
a metre of wire that can be plugged in at the rear as 
an antenna for the FM radio. 

Powering on the unit, we found It paired with our 
Android phone with no problems at all and works 
perfectly as a phone speaker for listening to music, 
podcasts, or for watching video content. Whilst this is 
definitely not destined for use by audiophiles in 
high-end systems, It’s true to say that this thing is loud 
and also clear, with no audible distortion. It was 
certainly powerful enough to drive our admittedly 
small speakers too hard, and would probably sound 
even better with larger drivers. 

There's volume and bass and treble adjustment on 
hardware ports on the unit, and a small selection of 
buttons that allow you to switch between modes, 
Bluetooth, line inout, USB/SD card, and FM radio. 

Without using the remote, it doesn't seem possible 
on our device to tune the FM radio, but once we 
popped a CR3032 battery into the remote, it was 
pretty easy to do so. However, whilst we've worked 
out how to tune the radio and save station presets, we 
haven't worked out how to switch between them on 








the remote! We loaded a USB drive with a few albums 
of MP8s, all arranged into aloum folders placed in the 
root directory of either the USB drive or the SD card. It 
worked flawlessly to find the MP3s and play them, 
and we could quickly skip through tracks. It also (unlike 
other cheap MP3 circuit boards we have used 
previously) manages to ignore album art image files 
and bonus files in album folders, which is excellent. 
There's a random setting accessed via the remote, 
that allows playback to be limited to the end of the 
current track, rather than continual play, and we were 
pleased to note that even after a power-down, if the 





FIELD TEST 


Rear panel of the 
AK370 showing the 
speaker, power, and 
line-in connectors 


Some functions 

of the AK370 are 
only available on 
either the hardware 
unit’s buttons or the 
remote control 


USB or SD card hasn't been removed, It will continue 
playback from the track position when the unit is next 
powered on. That's pretty crucial if you don't want to 
have to scroll through lots of tracks each time you use 
the device. 

The line input is via two phono sockets on the back 
of the unit and, again switching to line input, 
everything works well. Handy, we guess, If you 
wanted to use the amp for playback from something 
without Bluetooth, like a portable digital recorder. 

We aren't quite sure what the intended use case for 
this amp is — being 12V, it’s useful in vehicles, and we 


ri 
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can imagine it being used as a device perhaps in a 
camper conversion. Likewise, it’s cheap and rugged 
enough to be used in a workshop or shed, it takes up 
little room, and could be screwed/bolted to a shelf or 
the underside of a workbench with ease. It runs 
consistently, seems reliable and, as a budget device, 
we did think it could be very useful for art installation- 
type work. 

As for ours, we think it’s destined to be mounted 
into a scrap-built box containing a couple of speaker 
drivers — a decent shed solution that can run off an 
old 12V bench supply, or a 12V battery if needed. 
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Kitronik Pico Robotics Board 


REVIEW 








Make your microcontroller move 


KITRONIK © £13.20 | kitronik.co.uk 


Right < 

Testing a servo with 
the board. As it can 
drive up to eight 
servos, this board 
is a good target for 
complex movement 
or multi-jointed 
arm projects 
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he Pico robotics board is a new device 
from Kitronik aimed at getting you 
up and running with robotics projects 
on the Raspberry Pi Pico as quickly as 
possible. |t has a huge range of features 
including the ability to drive up to four 
DC motors bidirectionally, driving up to eight servos, 
and the ability to drive stepper motors. On paper, 
the Kitronic Robotics Board for Pico is a very capable 
board, but does it live up to this? 


Ps = | 
p/ so | 


| 


i Te 
AS : 


7 Booth ine 


a —" 


_ = =: 


he ad. 
Vote teveeets 


HackSpace 


7 oe | 
? ra 
paw 


- 
EHD DG rape ee Gee 
a - bo 
. = 7 
By] if 
| ik 
——— Sm ssses 
| UVETne 
i) i. ed 
a ou 4 a a 
oe) eT: 
t r a, - 
a 





Kitronik Robotics 
Board for Pico 


With everything soldered and pre-installed, your 
Pico slots into a set of headers. The USB port is still 
available for programming the Pico, but the board 
itself has its own power input and a hardware on/off 
switch. The addition of a power switch is great as it 
can potentially act as an on/off switch for your entire 
robot project. You can wire up a power supply in the 
range of 3.0V to 10.8V, but the suggested useful range 
is 6-10.8V. Power connections are made via a terminal 
block; alternatively, there is a servo-style connector 
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available as well. This is a great design choice, as many 

people building robots may be using hobby RC-type 

components, such as battery eliminator circuits (BECs), 

SO servo connectors may be readily available. 
Connections for the DC motors are again made 

with terminal blocks and screws, and the connectors 

for servos are the standard three-pin servo headers. 

We are pleased to see that this robotics-aimed board 

has bidirectional control of four DC motors. There are 

a lot of boards on the market that only seem to offer 

bidirectional control of two motor channels, which 

is fine for smaller robots or rovers with tank-style 

steering, but if you want to build a true AWD or a 

Mecanum-wheeled robot, then having four bidirectional 

channels is extremely useful. There’s a maximum 

continuous current rating of 12A for all attached 

motors and servos, and each motor channel can handle 

up to 1.5A. This amount of power opens up a good 

range of DC motors that you can run with this board. 
Your Pico mounts to the board using header pins, 

and there's a big USB marker on the Kitronik board to 

ensure you orient the Pico correctly. The Pico sits over 

an area that has three rows of copper pads, with the 

outer rows breaking out the remaining 27 |/O pins that 

the board isn't using. The 

centre rail has positive 

and negative pads to 7 

connect additional items 

to the robotics board 

power supply. The power 

supply for the board and 

motors is regulated and 

used to power the Pico. 

Also of note is that if you 

plug in the Pico USB to power and program the Pico, 

the USB power is not passed through to the board. It 

means you can power down your robot experiment 

and hook up the USB to tinker with your code without 

worrying your robot will suddenly make a leap for the 

edge of your desk. 





There's a maximum 
continuous current rating 
of 12A for all attached —_ 
motors and servos 
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Links are supplied to the GitHub repository for 
a MicroPython module and some example code. 
There's also a handy Kitronik blog post linked on 
the product page and on the GitHub repo, talking 
about how to get the examples up and running. It’s 
pretty straightforward — download the zipped file 
from GitHub, extract the contents, and then copy the 
PicoRobotics.py file onto 
the Pico. You can then 
explore and run the other 
example codes supplied. 
Using a bench supply 
set to 7.4V (emulating a 
two-cell battery we often 
Le use in robot builds), we 

worked through a couple 

of tests. We connected 
a DC motor and ran the SingleMotorTest.py code 
which turns on each motor channel in turn, ramping 
the speed up and down in one direction and then the 
reverse direction. We repeated this process running 
the SingleServoTest.py code with a 9g micro-servo 
attached. Both worked perfectly and the code is 
commented well. The README file on the GitHub Is 
also a good primer on writing simple scripts for this 
board. One thing to watch out for is that If you save 
the examples to the Pico using Thonny and then run 
the script from Thonny without the robotics board 
attached, you will get error messages as It can't 
detect the board. 

The Pico Robotics Board has a nice size and layout, 
with multiple M3 mounting holes. It's small enough 
that it would fit into a Mini Sumo class robot chassis, 
but its feature set and driving capabilities mean it 
could be used in much larger and more complex 
robotics projects. O 
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Above 

It’s simple and 
straightforward to 
get up and 
running with the 
code examples 


Below 

The board is well- 
thought-out, with 
numerous mount 
points and other 
practical features, 
such as the 
on/off switch 


VERDICT 
An excellent, 
well-thought- 
out robotics 
board with 

a heap of 
capabilities 
and great 
example code. 
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